


CONTENTS 
 
 
Performance Simulation of Ultra-Short (10nm) NMOSTs with Dual-Gate and Lightly 
Doped Source/Drain  

Janković N., Armstrong A. ....................................................................................................................1 
 
The Use of UML in an Integrated Mission Level Design Flow for HW/SW Design 

Baumann T., Zerbe V. ..........................................................................................................................8 
 
Verification of Digital System Test Patterns using a VHDL Simulator  

Sokolović M., Zwolinski M. ..............................................................................................................12 
 
An Example of Hardware-In-the-Loop-Simulation using Mission Level Designer Simulator 

Jovanović B., Zerbe V. ......................................................................................................................16 
 

VHDL-AMS Modeling and Compilation for Parallel Mixed-Mode Simulation 
Anđelković B., Dimitrijević M., Damnjanović M. ............................................................................20 

 
An Agent-Based Simulation model of Stock Market 

Radović O. .........................................................................................................................................25 
 
Simulation Model for Determination of Required Number of Courier Vehicles for 
Dynamic Dial-a-Ride Systems 

Janićijević P., and Avramović Z. .......................................................................................................31 
 

One Approach to I/O Based Design of Digital Sliding Mode Control for Nonlinear Plants 
Mitić D., Milosavljević Č., Veselić B. ..............................................................................................35 

 
Passive Image Rejection Filters Optimised for Telecommunication Applications 

Milenković S., Litovski V. ................................................................................................................39 
 
Acceleration of MEMS Fault Simulation Using ANNs 

Litovski V., Andrejević M., Zwolinski M. ........................................................................................50 
 
Bandgap Voltage Reference in CMOS 

Savić M., Litovski V. ........................................................................................................................55 
 

Integrated Power Meter IC Calibration  
Damnjanović M., Petković P., Jovanović B. .....................................................................................59 

 

Implementation of the Component Characteristic Curve Tracer using PC-based  
Acquicition Card 

Dimitrijević M., Litovski V. ..............................................................................................................63 
 
Solving Large Systems of Linear Equations on Beowulf Cluster 

Olćan D. .............................................................................................................................................67 
  



PROC. of SMALL SYSTEMS SIMULATION SYMPOSIUM (SSSS 2005), NIŠ, SERBIA & MONTENEGRO, 28-29 MARCH 2005 

 1 

Performance Simulation of Ultra-Short (10nm) 
NMOSTs with Dual-Gate and Lightly Doped 

Source/Drain  
Nebojša D. Janković, Alastair G. Armstrong 

 
 

Abstract - In this paper, the operation and performance of 
10nm Dual Gate (DG) NMOST with lightly doped drain/source 
(LDDS) regions is investigated in details by means of two-
dimensional numerical device simulations. It is found that 10nm 
LDDS DG NMOST on 20nm “thick” Si film can be optimised to 
yield superior DC characteristics compared to the identical 
conventionally designed device requiring an ultra-thin 3nm Si 
layers. The trade-off is lower maximum cut-off frequency of 
LDDS device mainly due to the enhanced gate overlapping 
capacitances.  

Keywords – Dual-Gate, NMOST, SOI. 
 

I. INTRODUCTION 
 

According to the 2002 International Technology 
Roadmap for Semiconductors (ITRS) [1], CMOS 
technology with channel lengths approaching 10nm will be 
of primary importance for electronics after 2010.  SOI 
MOSFETs with ultra-thin fully depleted silicon layers are 
regarded as the most promising option for rigorously scaled 
CMOS transistors [2,3]. In particular, because of their 
superior immunity to short-channel effects (SCEs), double-
gate (DG) SOI MOSFETs with intrinsic doped channels 
and mid-gap metal electrodes [2-5] become mainstream 
candidates for future SOI CMOS technology. According to 
DG device scaling theory [6],[7], an optimised 10 nm 
DGNMOST with good control of SCEs including low drain 
induced barrier lowering (DIBL) parameter and near-ideal 
sub-threshold swing (S), requires an extremely thin Si layer 
in the range 3 - 5 nm  and a gate oxide in the range 0.5 -1.5 
nm. While future uses of high-k dielectrics 
straightforwardly alleviate gate oxide tunnelling problems 
[8], there is not an easy solution to high source/drain (S/D) 
sheet resistance inherent to ultra-thin 3nm Si films. 
Traditional methods of decreasing S/D resistance involve 
silicidation [9] and/or thickening of S/D regions after 
spacer formation [10]. Both methods, however, will 
contribute considerably to SOI CMOS complexity, which, 
in conjunction with difficulties in fabricating uniform ultra-

thin SOI films, represent the challenging tasks for process 
engineers.  

Apart from technology issues, the excessive thinning of 
Si films bellow 10nm thickness also brings some 
fundamental physical drawbacks such as the degradation of 
carrier mobility [11,12] and/or the increase of band-to-band 
tunnelling leakage currents [13]. Consequently, obtaining 
high performance fully depleted DG MOSTs on relatively 
“thick” SOI films would be favourable from device 
physics, as well as from a device fabrication points of view.  

In that respect, a possible approach in avoiding the need 
for ultra-thin SOI films for future 10nm DG MOSFETs 
could be the implementation of   lightly doped drain/source 
(LDDS) design. Owning to the presence of   drain 
extension, it is intuitively clear that the LDDS DG NMOS 
devices would exhibit smaller SCEs for any given Si layer 
thickness in comparison with identical conventional highly-
doped S/D devices. However, beside the beneficial 
influence on mitigating SCEs, the LDDS device exhibits 
some well-known drawbacks compared to its conventional 
counterpart with highly-doped S/D designs. It includes 
higher total S/D resistances and enhanced overlapping 
Miller capacitance, which can degrade to some extent 
device output drive currents and limit maximum 
operational frequencies. Hence, it is important to evaluate a 
net effect that the LDDS concept would have on the 
electrical characteristics when applied to fully depleted DG 
NMOST devices. 

 

  
 

Fig. 1.  Cross-section of simulated DG NMOST with LDDS 
regions. 

 
In this paper, the potential performances of a 10nm 

LDDS DG NMOST on “thick” 20nm Si films is 
investigated in detail by means of two-dimensional 
numerical device simulations. The D.C. and A.C. 
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parameters of optimised LDDS device on 20nm are 
extracted from simulated output characteristics and their 
values compared with the parameters of identical 
conventionally designed 10nm device on a 3nm Si film. It 
is worthwhile to point out that, to the best of our 
knowledge, the implication of LDDS concept in SOI 
MOSFETs has been analysed so far only with respect to 
single-gate (SG) SOI devices [14-16]. 

 
II. THE DG NMOST STRUCTURE 

 
Fig.1 shows the LDDS DG NMOST structure with 

geometry parameters Lg, Tox, TSi, LDDS and OVERLAP. 
For convenience, the units of OVERLAP are given in % of 
LDDS parameter. An ideal DG NMOSTs with Lg = 10 nm, 
TSi  = 20nm Tox= 1.5nm,  Nd

+
 = 1020 cm-3, Nd

-
  =1014 cm-3 

and gates with work functions 
msΦ  = 4.55V is assumed in 

2D numerical simulations. The parameters Nd
-
 , LDDS and 

OVERLAP are varied within the ranges of 1015 cm-3 - 
1018cm-3 , 0 - 50nm and 0 – 100 %, respectively. The length 
of  Nd

+
  region of 50 nm with ideal 40nm long S/D metal 

contacts placed on top of  Nd
+

  regions are also assumed. 
Note that, in simulations, a conventional DG NMOST 
structure is obtained as a special case of LDDS device by 
putting LDDS = 50nm, OVERLAP = 0, and =1020cm3. 

 
III. SIMULATION METHOD 

 
A drain current of 10nm DG NMOST is mainly 

determined by near-ballistic carrier transport along the 
channel [18]. Recently, Granzner et al [19] have obtained 
excellent agreement between transfer characteristics of DG 
MOSFETs with Lg scaled down to 10nm simulated with 
DD and Monte-Carlo models. It was achieved by 
modifying ATLAS default parameters beta and vsat.n of 
Caughey-Thomas high field mobility model [20] as:  

 
 
    (1) 

 
where Lg is in nm. Following Grazner et al [19] method, 
we also employed Fermi-Dirac statistics, Klaassen unified 
mobility model, Shockley-Read-Hall recombination and 
Lombardi et al. [21] transverse field mobility model. Some 
of the reasons laying behind the success of Granzer’s 
empirical simulation method can be found in [18],[19]. It is 
worth pointing out, however, that the employed mobility 
models can realistically describe carrier transport in the 
low-doped and narrow LDDS regions. In this case, the 
electron mobility of LDDS regions has similar field 
dependence to that of the inversion layer, since carrier 
concentration of the accumulated layers greatly exceeds   
and the Coulombic scattering dominates mobility. The 
effective electron mobility degradation with Si film 
thinning (found to occur for TSi < 20nm [11],[12]), was not 
modelled in our simulations bearing in mind recently 

described counter effect of volume inversion [22]. The 
band-to-band and source barrier quantum tunnelling effects 
can be neglected in present analysis, since they contribute 
less then a few percent to Ioff in 10nm DG MOSFETs, as 
shown in [13], [23] and [24]. 

For proper prediction of drain current of 10nm DG 
NMOSTs on thin Si layers, we must also include the 
influence of quantum effects (QEs) [22-27]. In order to 
quantify QEs in DG NMOSTs, we have simulated low-
frequency C-V curves of DG SOI capacitor on 3 nm and 20 
nm p-type Si layers using the one-dimensional 
Schrodinger-Poisson self-consistent numerical solver 
SCHRED [25]. Results are shown in Fig.2.  
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Fig.2  Low-frequency capacitance versus gate voltage of DG SOI 
capacitor on 20nm and 3 nm p-type Si films, simulated with and 

without quantum effects (QEs) by 1D Poasson-Schredinger solver 
SCHRED [25] 

 
Beside the extremely low minimum capacitance value 

of thin silicon DG SOI capacitors, Fig.2 also shows a 
substantial positive parallel shift of 3nm C-V curve in the 
inversion region due to the influence of QEs. It implies that 
QEs can be approximately incorporated in DD modelling 
by the effective enhancement of flat-band parameter 

msΦ  . 

It actually represents the effective quantum increase of Vt 
that has already been observed in previous studies of ultra-
thin SOI devices [27]. Results in Fig.2 clearly show that the 
same quantum shift is much less in case of 20nm Si layer 
device. Consequently, as the first order approximation, the 
influence of QEs can be neglected in DD simulations of 
DG NMOST with TSi=20nm. 

The validity of our DD modelling approach is 
illustrated in Fig.3. It shows comparison between transfer 
characteristics of a conventional 10nm DG NMOST on 
3nm Si film simulated with our ATLAS DD modified 
model and NanoMOS2.5 [26] programs. The latter 
employs a self-consistent quantum-ballistic (QB) model 
solving the carrier ballistic transport with quantum 
corrections [26]. A good agreement between DD and QB 
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modelling was achieved with parameters 
msΦ = 4.75V and 

beta = 1, vsat.n= 2.8x107 cm/s (calculated from eq.(1)) in 
the DD model and 

msΦ  = 4.55V in the QB model. A 200mV 

difference of   representing Vt quantum enhancement is 
larger than the one observed in Fig.2, probably due to the 
influence of two-dimensional effects encompassed by 
NanoMOS2.5 [26]. 
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Fig.3 Transfer characteristics of a conventional 10nm DG 

NMOSTs on 3nm and 10nm Si films simulated by ATLAS Drift-
Diffusion [17] and NanoMOS2.5 [26] Quantum-Ballistic 

programs 
 

The simulated transfer characteristics of identical DG 
NMOST on 10nm Si layer are also shown in Fig.3. Both 
DD and QB models yield degraded transfer characteristics, 
indicating that severe SCEs already dominate device 
performance. A good fit between DD and QB results is 
obtained for Vds=0.1V using 

msΦ =4.67V in DD modelling. 

A notable difference occurs at high drain currents 
(Vds=0.9V) because of the increased influence of finite 
S/D parasitic resistances that are inherently included in 
ATLAS 2D simulations [17], but assumed zero in 
NanoMOS2.5 program [26]. Degraded transfer 
characteristics clearly confirm the need for the 
implementation of the LDDS concept in order to obtain 
useful electrical characteristics of 10 nm DG NMOSTs on 
”thicker” Si films. 
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Fig.4 The DC and AC parameters of 10nm DG NMOSTs with 
TSi=20nm and OVERLAP=100% versus the LDDS parameter for 

Nd
-
 = 1015cm-3 ( ); 1016cm-3 ( ); 1017cm ( ); 1018cm-3 ( ) 

 
IV. LDDS DESIGN OPTIMISATION 

 
The sensitivity of device electrical characteristics on-

state drive current Ion , off-state leakage current Ioff , drain 
induced barrier-lowering DIBL, sub-threshold slope S , 
threshold voltage Vt  and maximum cut-off frequency ft on 
the variation of LDDS, OVERLAP and Nd

- parameters are 
shown in Fig.4 and Fig.5. Note that, in order to avoid the 
influence of high S/D resistance, Vt is defined at the point 
of maximum slope of Ids-Vgs curve following standard 
method of Yang and Li [28]. The  ft.max parameter 
represents maximum value of unity gain cut-off frequency 
ft found from ATLAS AC simulations over the bias range 
0.2 <Vgs < 1 and Vds = 1V. Fig.4.a shows that DIBL, S, Vt  
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Fig.5 The DC and AC parameters of 10nm DG NMOST with 
TSi=20nm, LDDS=50nm and Nd = 1016cm-3  versus the OVERLAP 

parameter. 
 
and Ioff strongly improve with increasing LDDS, whereas 
Ion exhibits a slight degradation. These improvements are 
offset by a three fold decrease of ft.max when keeping 
OVERLAP =100%. As for the influence of Nd

-, simulations 
yields a weak sensitivity of all parameters up to Nd

-
 

=1018cm-3 , except Ioff exhibiting a sharp increase for Nd
-
 

>1017cm-3. Hence, Nd
-
 =1017cm-3 represents the upper limit 

of LDDS doping for achieving low-leakage midgap metal 
DG NMOST on 20 nm Si film. The influence of variation 
in OVERLAP is illustrated separately in Fig.5 by 
maintaining LDDS = 50nm and Nd

-
 = 1016cm-3. 

A better insight into the beneficial influence of OVERLAP 
parameter on overall SCEs is given in Fig.6. It shows 2-D 
distributions of electron current density simulated at Vgs = 
Vds = 1V for three OVERLAP values e.g. 0%, 50% and 
100%. As can be noticed, the peak current density is 
always confined to the gate edge overlapping the drain as 

well as to the middle of Si film due to the dual-gate 
symmetry. Bearing in mind that the spatial position of 
peak current density must coincide with the position of 
maximum electric field, the increase of OVERLAP 
parameter actually moves the peak field away from the 
channel region within the drain depletion region. It in turn 
decreases the longitudinal potential gradient in the channel 
yielding smaller SCEs and better DC parameter ratings. 
Unlike the increase of LDDS degrading Ion, the increase of 
OVERLAP improves all DC parameters (including Ion). It 
widens the Nd

-
 depletion region at the expense of the LDD 

ohmic area, which in turn decreases drain ohmic 
resistance. However, although the increase of OVERLAP 
improves D.C. characteristics, it also increases the input 
gate capacitances, degrading ft.max. It is confirmed in 
Fig.5.b showing that the increase of OVERLAP from 0% 
to 100% for constant LDDS yields approximately a two-
fold decrease of  ft.max.  

 

Fig.6 Electron current density distribution in 10nm LDDS DG 
NMOST on 20nm Si film with parameters LDDS=50nm,  Nd

-
 = 

1016cm-3 and OVERLAP = 0%, 50%, and 100% (from the top). 
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Fig.7 Comparisons between simulated (a) transfer characteristics; 
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3nm Si layer  and LDDS DGNMOSTs with LDDS=50nm, 
OVERLAP=100% on 20 nm Si film. 

 
V. LDDS VERSUS CONVENTIONAL DESIGN  

 
 

Comparisons between simulated transfer characteristics and 
output electrical characteristics of a 10 nm LDDS DG 
NMOST on 20 nm Si film and a conventional DG NMOST 
device on a 3nm Si are shown in Fig.7. It clearly shows that 
an LDDS device on a “thicker” Si film has superior DC 
characteristics compared with the conventional DG NMOST 
on ultra-thin Si layer. It can be mainly attributed to smaller 
total S/D resistances and lower SCEs of LDDS device. 
However, although LDDS device with OVERLAP>0 exhibits 

higher transconductance gm as shown in Fig.6.b, it has also 
higher gate-drain Cgd and gate-source Cgs overlapping 
capacitances then the conventional device design. Bearing in 
mind that: 

 

 
{ } 1)(2 −++⋅≈ gdgbgsm CCCg

t
f π

                   (2) 

there is obviously a room for LDDS device design 
optimisation. Table 1 shows a comparison of DC and AC 
parameters extracted for two conventional devices with two 
different gate lengths and Si layers as well as for two 
LDDS devices with optimised LDDS design parameters. 
The LDDS device in column 3 is optimised for low-speed, 
but with DC performance superior to the conventional 
device in column 2. The second LDDS device example in 
column 4 is optimised for high speed, but with moderate 
output drive current Ion. Its ft.max parameter is about three 
times smaller then the maximum frequency of conventional 
device in column 2, mainly due to the increased input gate 
capacitance. The 75nm gate device in column 1 is shown to 
illustrate a minimal gate length of conventional device on 
20nm Si that can still maintain D.C parameters comparable 
to that of 10nm gate LDDS device. It has, however, much 
smaller ft.max in comparison with optimised high-speed 
LDDS device shown in column 4. Note that high 
theoretical ft.max of the intrinsic device predicted in this 
study is likely to be limited in practice, as our simulation 
ignores the effects of extrinsic device areas and external 
parasitics, such as the contact resistances and the 
interconnect capacitances.  
 

 

TABLE I 
THE DC AND AC PARAMETERS OF CONVENTIONAL AND LDDS DG 

NMOST STRUCTURES EXTRACTED BY 2-D SIMULATIONS 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



PROC. of SMALL SYSTEMS SIMULATION SYMPOSIUM (SSSS 2005), NIŠ, SERBIA & MONTENEGRO, 28-29 MARCH 2005 

 6 

VI. CONCLUSIONS 

Based on two-dimensional numerical simulations 
with calibrated device simulator, it is found that 10nm DG 
NMOSTs on 20nm Si film with lightly-doped drain/source 
(LDDS) design can be optimised to yield superior DC 
parameters compared to the identical conventionally 
designed devices requiring an ultra-thin 3nm Si films. The 
trade-off is lower maximum cut-off frequency of LDDS 
devices mainly due to the enhanced gate overlapping 
capacitances. By subtle control of the degree of overlap of 
the gate electrode, LDDS DG NMOSTs can be optimised 
for either low power or high frequency performance. 
Scaling of LDDS devices also allows the utilization of 
substantially thicker SOI layer compared to scaling-down 
conventional devices. This particular feature of LDDS 
design can be advantageous in obtaining reproducible 
10nm device characteristics having in mind serious 
potential problems of fabricating uniform ultra-thin SOI 
layers down to several nanometres. 
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The Use of UML in an Integrated Mission Level 
Design Flow for HW/SW Design 

Tommy Baumann, Volker Zerbe 

  

Abstract – Today complex systems are designed at more 
abstracted levels then the functional level. Different design tools 
are used. The goal is to combine the benefits and to integrate them 
in an integrated mission level design flow. The conception of 
the interface between MLDesigner and Rational Rose 
Realtime is presented. 

 
Keywords – Mission Level, Design flow, UML diagrams. 

 
 

I. INTRODUCTION 
 

In order to understand and to examine complex systems 
it is important to model and to systematize these systems. 
Expensive tests in the real world are avoided. With the 
progressive development such systems become more and 
more complex. For example the complexity of electronic 
systems doubles every 1.5 years. Following, for 
maintaining the productivity more “human resources” are 
needed.  Another possibility is the use of Electronic Design 
Tools. Problems can be modeled and simulated.  The 
development of such design software will be carried out in 
several steps. In the seventies it started with the “physical 
design” (CAD), in the eighties with the “logical level 
design”, in the nineties with the “functional level design”, 
until now with the “mission level design” [6].  
Standardized models and an efficient cyclic design flow are 
required. The electronic design tool MLDesigner [3] 
implements such a designflow for the hardware and 
software design. Starting point are UML-diagrams [4]. 
UML is used in different CASE-tools for software design. 
One of the most often used tools is Rational Rose Realtime 
[5]. MLDesigner and Rational Rose Realtime have similar 
goals. It makes sense to develop an interface to combine 
the advantages of both tools [2]. Electronic design tools are 
focused on the modeling and simulation of systems for 
HW/SW design. CASE-tools are more focused on the 
software design. In this paper the conception and the 
implementation of the interface between MLDesigner and 
Rational Rose Realtime is presented. The paper is focused 
especially on the essential information to be converted 
based on UML-diagrams.  

 

II. MLDESIGNER 
 

MLDesigner is a modeling and simulation tool for the 
mission level design. Included are the main parts - 
architecture and function of the systems to be designed and 
different simulation domains as well. Domains are the 
Discrete Event Domain (DE), the Finite State Machine 
Domain (FSM), three types of Data Flow Domains 
(Dynamic, Synchronous, Boolean) and the Continuous 
Time/Discrete Event Domain (CTDE). These domains can 
be used as a single domain or hierarchically/coupled and 
embedded in a single domain. Models are defined 
graphically through hierarchical block diagrams. All blocks 
can be parameterized, meaning a simple “what if” analysis 
can be done and the reusability of the models can be 
increased. MLDesigner supported the designflow from the 
modeling of a complex system embedded in a mission 
scenario [7], through networks to signal forms.  
MLDesigner is easily expandable. New design domains can 
be added and interfaces to other designtools can be 
implemented. There exist hierarchical data structures. For 
example with the help of sockets a simulation run can use 
the interface to other design tools, to internet applications 
or to hardware components, dynamically. There exists a 
different number of converters for further generation tools 
like Ptolemy, Bones or Cossap. The user library consists of 
more then 2000 design blocks and is expandable. 

 
 

III. RATIONAL ROSE REALTIME 
 

The CASE-tool Rational Rose Realtime is used for 
modeling, generating and simulation of software. All life 
cycle phases for the software design process are 
implemented in Rational Rose Realtime. In each life cycle 
phase UML-diagrams are used, which are called artefacts. 
The following four categories regarding the life cycle 
phases are differentiated and used successively. First of all 
there is the “Use Case View”.  Described is, what a system 
is doing, but not how it is converted internally.  Secondly 
there is the “Logical View”.  Here the architectural process 
of the software modeling, designing and developing is 
represented. Third the “Component View” follows. Here 
the concrete description of the system and /or the software 
is specified. The components realize active classes and data 
classes, in order to generate from them an executable 
model. Fourth and the last is the Deployment View.  Here 
the distribution of the software and/or the system on 
different processors is specified. 

Tommy Baumann and Volker Zerbe are with Technische 
Universität Ilmenau, Faculty of Computer Science and 
Automation, Department System and Control Theory, Ilmenau, 
Germany 
(tommy.baumann volker.zerbe)@tu-ilmenau.de 
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Figure 1.  Concept 

 
IV. CONCEPT 

 
After a thorough analysis of the storage mediums [1] 

and the demands made on the interface, a concept for 
information transfer was developed. Rational Rose 
Realtime uses the "Petal" format represented by "rtmdl" 
files for information storage. The data structures are 
defined by a grammar. Because of that reason a scanner 
and a parser are used in the first step of the conversion.  
The produced information is saved in the form of objects, 
in a "Rose Parser Object Model" (RPOM). An additional 
requirement was a linkage to XMI (XML Metadata 
Interchange). In addition it is necessary that a common 
interface for the selected “Petal” format and XMI can be 
created. This is reached by the "Rose Object Model" 
(ROM), which is rationally a reproduction of the Rose  

 

 
Realtime object structure. In the second step of the 
conversion all information is transformed from the RPOM 
into the ROM. The available information in the ROM 
object structure must be transformed again. In the third step 
of the conversion the ROM will transform into XML 
objects of MLDesigner. Now “mml” files can be generated, 
see figure 1. More detailed additional information follow. 
The top capsule in ROSE is an equivalent to a system with 
embedded FSM primitives in MLDesigner and is not 
allowed to be a module. To determine the top capsule the 
belonging "rtusr" file must be opened and read. However 
this is only necessary if several components with a top 
capsule exist. In that case the active component will 
detected the keyword “Component” in the text file by 
searching. Directly behind the keyword the identifier can 
be found. 
 

   

  
  

  
rtmdl - 
Datei   

XMI - 
Datei   

RPOM   

ROM   

XML   

mml - 
Datei   

lex & yacc   XML - Parser   
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V. APPLICATION 
 

The converter mainly transfers Rational Rose Realtime 
structure and state diagrams, as well as protocol signals. In 
addition optionally existing genetic hierarchies are 
considered.  In detail it concerns capsule roles, connectors, 
ports, signals, states, initial states, choicepoints, transitions, 
events, actions, guards and documentations.  Figure 2 
shows by an example how a model before and after the 
conversion looks like. One can well recognize that 
structure and state diagrams of a capsule from Rational 
Rose Realtime are converted into a module embedded 
FSM-primitive of MLDesigner. The FSM-primitive 
contains the information from the state diagram like states 
and transitions and the module contains information from 
the structure diagram like capsule roles and connectors. 
Ports are inserted in FSM-primitives and in modules. They 
represent the module interface outwards and on the other 
hand they are also necessary for the embedded FSM- 
 

 
Figure 2 : Capsule Converting 

 
primitive, in order to send and receive signals. Each port in 
Rational Rose Realtime uses protocols. All input and 
output signals are defined.  Signals use a certain data type.  
Therefore a port in Rational Rose Realtime has to be 
converted into a set of ports in  MLDesigner, whereby the 
power of  the set  is equal to the number of the signals.  For 
example a given port in Rational Rose Realtime uses a 
protocol, in which an input and two output signals are 
defined, while in MLDesigner we have one input port and 
two output ports. These are of the data type of the 
appropriate signal.  The state hierarchy, which in Rational 
Rose Realtime is realized by means of several model 
editors is transferred by the converter into a single model 
editor concept of MLDesigner, see figure 3.  The 
converting procedure is explained more in detail in [2]. By 
using the converter MLDesigner can integrate Rational 
Rose Realtime Models in his own Mission Level Design 
Flow [7]. The benefits of both software systems are 
combined which makes a more effective system modeling 
possible for the development of hardware and software. 

 

 

 Rational Rose Realtime MLDesigner 
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Figure 3.  State Hierarchy 
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Verification of Digital System Test Patterns using a 
VHDL Simulator 

Miljana Sokolović, Mark Zwolinski 

 
 

Abstract - In this paper an approach for test pattern 
verification for a digital system-on-chip is proposed. It is based on 
digital system simulation using a standard VHDL simulator. The 
approach is verified for two arithmetic blocks which are parts of 
an integrated power-meter and represent large combinational 
digital systems. 

Keywords – Testing, VHDL. 
 

I. INTRODUCTION 
 

Integrated Circuit (IC) fabrication consists of a series of 
different steps including photolithographic printing, 
etching, doping, implanting, masking and chemical vapour 
depositioning. After these steps are applied, a complete IC 
can be obtained. IC surfaces are exaggerated in diagrams in 
order to distinguish between different layers of oxide, 
polysilicon and metal. Conversely, in reality, they are not at 
all flat. Even with exaggerations, the diagrams represent an 
idealized approximation of actual fabricated circuit 
structures [1]. The actual circuit structures are not nearly as 
well defined as textbook diagrams would lead one to 
believe. Cross sections of actual integrated circuit reveal a 
variety of nonideal physical characteristics that are not 
entirely under the semiconductor manufacturer’s control. 
Thus, no fabrication process can be perfect and free of 
defects. 

Real digital integrated systems may have a variety of 
defects. By testing them, a manufacturer can easily separate 
good and bad ICs. The quality of the IC is improved by 
testing since defective devices are not shipped to market. 
IC testing is a very expensive activity because no 
additional value is obtained. 

Testing is an activity that implies the comparison of the 
fault free (ff) circuit response with the one obtained from 
the observed circuit, CUT (Circuit Under Test). There are 
two general testing concepts: functional and structural 
testing. Verification that the circuit satisfies all required 
functions is referred to as functional testing. For 
combinational digital circuits this is a very uninteresting 
and time consuming process, because all possible 
combinations of input patterns must be applied to the 
circuit inputs in order to make sure that its function is 

correct. It is also very difficult to apply this to circuits with 
a large number of inputs. 

On the other hand, structural testing is defect-oriented. 
Instead of checking if the circuit functions correctly, here 
the test searches for defects. The aim of such testing is to 
determine a test signal that will ensure that the responses of 
the ff circuit and the faulty one are different. The algorithm 
for test signal generation based on the structural testing 
concept is shown in Fig. 1. 
_______________________________________________ 

Prepare the list of the defects 
For each defect from the list  

{ 
 Select the next defect from the list; 
 Generate the test for the selected defect; 

For all other elements from the defects’ list  
{ 
Remove those (defects) that are covered  with 
the generated test; 

 } 
} 

_______________________________________________ 

Fig. 1.  The algorithm for test signal generation based on the 
structural testing concept 

 
Generating a test signal that will cover every possible 

defect in the circuit is a very complex job, especially in an 
industrial environment. Thus, it is necessary to avoid 
having a list of all theoretically possible defects and create 
a list of defects that is both realistic and short. 

Structural testing is impossible to perform at a high 
level of design abstraction. Thus the HDL description of 
the system must be loaded into the synthesis tool, then the 
synthesis must be performed, and after that the real netlist 
of the system with the actual gates and connections can be 
obtained.  

This paper presents a VHDL-based approach for 
validation of the test patterns for large digital 
combinational systems. The approach assumes that the 
synthesis of the system has already been performed and 
that the post synthesis netlist is available.  

The paper is organized as follows. In the first section 
faults and defect issues are discussed. Some basic 
principles of digital systems testing are given in the second 
section. After that the steps in the digital system design are 
listed and explained. In one of those steps, ff gates are 
replaced with faulty ones. Then the general approach of test 
pattern verification is given. The section after gives the 
principles of modelling faulty combinational gates. This 
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approach is applied to two examples of large combinational 
arithmetical circuits which are parts of the power-meter IC. 
These examples and the obtained results are presented in 
the last section. 

 
II. FAULTS IN DIGITAL CIRCUITS 

 
Faults have physical causes, called defects. Defects 

often consist of missing or an extra material, or of an 
impurity. Such defects at the layout level of the chip are 
translated into electrical faults and then into logical faults, 
such that they can be tested with logical signals. A fault is a 
model of behaviour due to the defect or the abstract model 
of the defect.  

Faults can be single and structural. Single faults are 
related to fan-out issues, i.e. stems and branches. On the 
other hand, structural faults can be interconnect faults and 
component faults. Interconnect faults are stuck-at faults, 
bridging (short) and open (break) faults. Component 
(transistor) faults are divided into stuck-open and stuck-
short faults. 

In order to make the test pattern generation easier, some 
assumptions about faults and physical defects can be made 
[3]. Mapping of defects into electrical, and thereafter into 
logical faults is called fault modelling. The principle of 
fault modelling is to reduce the number of effects to be 
tested by considering how defects manifest themselves. 
About 50% of faults that appear during tests in 
manufacturing are static faults. They are modelled with a 
single stuck-at fault model. According to this model a fault 
at one node is represented as either stuck at high level, that 
is 1, or low voltage level, that is 0.  

There are many advantages of this kind of modelling. It 
can represent many physical faults. It is independent of 
technology, as shown in Fig. 3. Multiple faults also appear 
in digital circuits. But their relative probability of 
appearing is much lower. Most test pattern generation is 
based on single stuck-at faults, because detecting single 
stuck-at faults also detects many other faults. This kind of 
modelling significantly reduces the test size to a reasonable 
value. For an n-net circuit it gives approximately 2n faults. 
This representation can also be used to model other digital 
circuit faults. 

Examples of defects modelled by stuck-at faults are 
shown in Fig. 3. 

 

Fig. 3  Examples of static defects in logic gates; a) XOR BJT gate 
b) CMOS inverter 

III. PRINCIPLES OF DIGITAL CIRCUIT TESTING 
 

The main aim here is to generate a test for a selected 
defect. This is the most important and the most difficult 
issue in the algorithm shown in Fig. 1 [2]. One test can be 
used for detecting a certain defect, only if it can guarantee 
observability and controllability.  

Observability is the ability of the test to force the effect 
of the defect to at least one output of the circuit. 
Controllability, on the other hand, is the ability of the test 
to force a state at the defect node different to that caused by 
the defect.  
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Fig. 4.  The combinational circuit for the testing problem 

formulation 
 
For the circuit shown in Fig. 4, n inputs are denoted 

with a vector X=[X1, X2, ... Xi, ... , Xn]; m outputs are 
denoted with a vector F=[F1, F2, ... Fj, ... , Fm]. Assume that 
it is necessary to create a test for the stuck-at fault at the 
node G, which is here denoted as G/s. The state at node G, 
can be expressed as the function of the input vector. The 
test must satisfy two requirements expressed by the 
following equations.  

 sXG =)(  (1) 

and,  
 1),0(),1( =⊕ XFXF jj . (2) 

These two equations present controllability and 
observability conditions. If at least one of these two 
equations is not satisfied, the defect is not testable in this 
way, but may be detected using some other approach (for 
example IDDQ).  

  
IV. DIGITAL SYSTEM DESIGN 

 
It is almost impossible to generate a structural test 

sequence for the VHDL behavioural description of a digital 
circuit. The description itself does not contain any 
information about the logic gates that will implement the 
design after synthesis. Because of that, in order to get the 
final testable post-synthesis netlist of the circuit, it is 
necessary to go through all digital circuit design steps. For 
this purpose the Cadence system was used here [3]. 

The design flow of an ASIC begins with simulation of 
the RTL (Register Transfer Level) description of the design 
in VHDL in order to verify the circuit’s functionality. This 
simulation was performed in the NCSim simulator. 
Cadence PKS was used for logic synthesis, as well as for 
initial and final timing analysis. It takes a VHDL 
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description of the design and appropriate technology 
libraries and generates a standard cell netlist. That netlist is 
imported into Silicon Ensemble to perform floorplanning, 
cell placement and routing. The clock tree is inserted by 
CTPKS, an integral part of Cadence PKS or by using a 
separate program, CTGen. The layout is completed within 
the Virtuoso layout editor. Back annotation can be 
performed for more accurate timing analysis based on the 
extracted parasitics from Silicon Ensemble.  

 
Fig. 5  Digital (ASIC) circuit design flow using Cadence 

 
After these steps, a netlist of the circuit containing all 

actual library logic gates and their connections is available. 
For this netlist it is now reasonable to create a defect 
oriented test and to perform an estimation of the defect 
coverage as well as the generated test verification.  

In this way two arithmetic blocks’ netlists of interest 
were extracted. They were: a 24-bit combinational 
subtraction unit and a 48-bit addition-subtracting circuit.  

 
V. THE APPROACH OF TEST PATTERN 

VERIFICATION 
 

In order to perform test pattern verification it is 
necessary to have a post-synthesis netlist of the circuit, 
models of the faulty library elements used during the 
synthesis phase and the proposed test vectors. The aim of 
this verification is to determine the fault coverage of the 
proposed test sequence. 

Postsynthesis
netlist

Faulty
gate

models

Netlist
modification

Simulation
(estimation)

Test pattern
to be verified

Fault coverage
report

 
Fig. 6.  The test pattern verification approach 

The approach is shown in Fig. 6. First, the library logic 
gates used in the synthesis must be available in the VHDL 
netlist. Every logic gate must be modelled with all possible 

stuck-at defects. The modelling of the faulty gates will be 
explained later. The ff gates are then replaced in the netlist 
with the faulty ones. For a specified test sequences, the 
modified netlist is then simulated (using VHDL) for each 
of the defects specified in each logic gate. This simulation 
at the same time performs an estimation of the fault 
coverage. In this way we determine how many and which 
faults are left undetected with the proposed test sequence. 
After that an additional test can be generated and verified 
again in order to achieve 100% fault coverage. 

 
VI. MODELLING FAULTY LIBRARY LOGIC GATES 

 
Modelling of faulty gates here assumes the stuck-at 

faults models of the gates and devices are incorporated into 
their VHDL descriptions [4]. For testing the arithmetic 
circuits of interest, VHDL descriptions of faulty models for 
an inverter (inv), two input OR gate (OR2_fault), NXOR 
gate (EN_fault), and full adder (FA_fault), should be 
available. The 24-bit subtraction block and the 48-bit 
addition-subtraction circuit are shown in Fig. 7, while the 
modified library cells are shown in Fig. 8.  

a (47:0)

m (47:0)
res (47:0)

sel

a (23:0)

b (23:0)

cout

dif (23:0)

 
Fig. 7.  Block diagrams of the observed combinational circuits 

a) addition-subtraction, b) subtraction  
 

inv

OR2

NXOR

FA_fault

a-sa-0
a-sa-1

z-sa-0
z-sa-1

a-sa-0
a-sa-1 z-sa-0

z-sa-1b-sa-0
b-sa-1

a-sa-0
a-sa-1 z-sa-0

z-sa-1b-sa-0
b-sa-1

a-sa-0
a-sa-1
b-sa-0
b-sa-1

cin-sa-0
cin-sa-1

cout-sa-0
cout-sa-1

s-sa-0
s-sa-1

 

Fig. 8.  Faulty logic gates 

The model of each logic gate must contain the 
description of its behaviour for every possible stuck-at 
fault. Stuck-at faults are related to each gates’ input or 
output. Fig. 9. gives the VHDL description of the NXOR 
logic gate. It is based on that in [4]. All other gates and 
circuits are similarly described 

Now instead of the ff components from the library, 
these faulty model components are instantiated in the 
modified netlist. After this modification, the resulting 
circuits are simulated according to the testbench 
description given in [4]. In this VHDL testbench program, 
a file that contains the test pattern to be verified, is 
specified.  
_______________________________________________ 
library IEEE; 
use IEEE.std_logic_1164.all; 
use work.fault_inject.all; 
entity EN_fault is port ( 
 z: out STD_LOGIC; 

VituosoVituoso

Silicon EnsembleSilicon Ensemble
Envisia PKSEnvisia PKS

Physical Implementation

no

no

no

Routing

Placement

Floor Planning

fabrication

Pass?

DRC/LVS

Pass?

Func. Sim.

HDL Synthesis

Pass?

HDL SimulationHDL

Netlist
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 a: in STD_LOGIC; 
 b: in STD_LOGIC);  
end EN_fault; 
architecture inject_fault of EN_fault is 
begin 
nn: process(a,b) is  
variable z_sa1, z_sa0, a_sa0, a_sa1, b_sa0, b_sa1 : fault_ptr:=null; 
begin 
if z_sa1=null then 
z_sa1:= new fault_model'(new string'(inject_fault'instance_name&"z_sa1"), 
false,false,first_fault);  
first_fault:=z_sa1; 
. 
. 
. 
end if; 
if z_sa1.simulating then  z<='1'after 1ns;    
elsif z_sa0.simulating then z<='0'after 1ns; 
elsif a_sa1.simulating then z<= b after 1ns; 
elsif a_sa0.simulating then z<=not b after 1ns;  
elsif b_sa1.simulating then z<= a after 1ns; 
elsif b_sa0.simulating then z<=not a after 1ns; 
else   z<=not (a xor b)after 1ns;  
end if; 
end process nn; 
end architecture inject_fault; 

_______________________________________________ 

Fig. 9.  VHDL model of the faulty NXOR logic gate 
 
After running this simulation a file with the correct 

results is obtained as well as a file with a list of defects 
covered by the test pattern. At the end of this report file, the 
exact number of stack-at faults covered by the proposed 
test sequence is given. 

TABLE I 
OBTAINED SUBTRACTION RESULTS 

A B Diff 

000000H 000000H 000000H 

FFFFFFH FFFFFFH 000000H 

FFFFFFH 000000H 000000H 

000000H FFFFFFH 000000H 

 
It should be mentioned that for many other different 

combinational circuits, whose tests have been verified in 
this way, the most covering test patterns (always covers at 
least 90% of all stuck-at faults) are all zeros and all ones. 

 

TABLE II 
OBTAINED ADDING-SUBTRACTION RESULTS 

A M sel Diff 

000000000000H 000000000000H 0 000000000000H 

000000000000H 000000000000H 1 000000000000H 

FFFFFFFFFFFFH FFFFFFFFFFFFH 0 000000000000H 

FFFFFFFFFFFFH FFFFFFFFFFFFH 1 FFFFFFFFFFFEH 

 
The file that gives the correct result (results.txt) of the 

subtraction is shown in Table I. Part of the obtained 
covering report (file faults.txt) is given in Fig. 10. Similar 
results are obtained for the addition-subtraction circuit. The 
results and fault coverage for this circuit are shown in 
Table II and in Fig. 11. It can be noted that 100% fault 
coverage is achieved for both examples. 

_______________________________________________ 
 
:test(test):uut@oduzimacoff1_n24(netlist): 
fad12_23@fa_fault(inject_fault)cin_sa1 
Fault #1 
Detected by input: 000000000000000000000000 111111111111111111111111 
outputs: 100000000000000000000001 
expected outputs: 000000000000000000000001 at    400 ns   900 ns 
. 
. 
. 
:test(test):uut@oduzimacoff1_n24(netlist): 
i_18450@inv(inject_fault)z_sa1 
Fault #287                       
Detected by input: 000000000000000000000000 111111111111111111111111 
outputs: 100000000000000000000001  
expected outputs: 000000000000000000000001 at    400 ns143900 ns 
Undetected: 
Fault cover: 
287faults,   287detected 

_______________________________________________ 

Fig. 10.  Partial verification report for the subtraction circuit 
_______________________________________________ 
 
:test(test):uut@oduzimacoff1_n24(netlist): 
fad12_23@fa_fault(inject_fault)cin_sa1 
Fault #1 
Detected by input: 000000000000000000000000 111111111111111111111111 
outputs: 100000000000000000000001 
expected outputs: 000000000000000000000001 at    400 ns   900 ns 
. 
. 
. 
:test(test):uut@oduzimacoff1_n24(netlist): 
i_18450@inv(inject_fault)z_sa1 
Fault #287                       
Detected by input: 000000000000000000000000 111111111111111111111111 
outputs: 100000000000000000000001  
expected outputs: 000000000000000000000001 at    400 ns143900 ns 
Undetected: 
Fault cover: 
287faults,   287detected 

_______________________________________________ 

Fig. 11.  Partial verification report for the adder-subtraction 
circuit 

 
VII. CONCLUSION 

 
A method for test pattern verification in combinational 

circuits is presented in this paper. It is based on VHDL 
simulations and is used and verified with examples of two 
arithmetic circuits of the integrated power-meter. Future 
work will extend the concept to sequential circuits. 
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An Example of Hardware-In-the-Loop-Simulation 
using Mission Level Designer Simulator 

Borisav Jovanović, Volker Zerbe 

 
 

Abstract – A system with fluid level sensors, pumps and 
control unit was designed as an example of Hardware-in-
The-Loop Simulation in Mission Level Designer simulator. 
For realization of a proposed system multi domain 
simulation is used.  

Keywords – System with sensors and pumps, multi domain 
simulation, Hardware-in-The-Loop-Simulation. 

 
I INTRODUCTION 

 
With capabilities provided by today's graphic based 

software, such as ML Designer, systems can be rapidly 
developed using system level concepts by a single control 
engineer. In this development environment, the engineer 
does no programming at all from his perspective; he simply 
draws the design on the computer screen as a system of 
interconnected blocks. Therefore, an engineer can focus 
entirely on design issues eliminating the need for code 
development and debugging and he can complete more 
design iterations in a shorter period of time.   

For most of real systems, there are characteristics that 
are unknown or too complex to be modeled by pure 
simulation. Good system engineering practice should begin 
with a pure simulation. Later, as components become better 
defined (with the aid of simulation), they can be fabricated 
and replaced in the control loop. Once physical 
components are added to the loop, un-modeled 
characteristics can be investigated, and controls can be 
further refined. The use of HILS eliminates expensive and 
lengthy iterations in machining and fabrication of parts, 
and speeds development towards a more efficient design. 

With the HILS approach we now have the advantage 
that the control design has been proven with the actual 
hardware, and the design has been well defined. Since we 
know the control algorithm, we also know the 
computational load, and can select an appropriate processor 
- neither under nor over-rated to accomplish the task. 

 
II SYSTEM WITH SENSORS AND PUMPS 

 

B. System overview 
 

An example of Hardware–In-the-Loop system consists 
of the pool filled with fluid (it can be water), two fluid 
pumps (P0 and P1 shown in Fig.1), four sensors (S0, S1, 
S2, and S3) and control subsystem that turns on and off the 
pumps. Also, the pool has valve through which it can be 
emptied. The amount of fluid coming out from pool’s valve 
can be changed. 

 

 
 

Fig. 1.  Block diagram of a system that consists of sensors, pumps 
and control unit 

 
The pumps have electrical inputs to turn pumps on and 

off (Y1 and Y0) and their activity can be easily controlled 
by control unit (shown in Fig.1).   

Inside the pool, there are four sensors (S0, S1, S2, S3) 
fixed on different levels, measuring the level of fluid. 
Sensor S0 has the lowest level or level with the greatest 
depth. Sensor S3 is fixed on the highest level. All four 
sensors have electrical outputs (X3, X2, X1, X0 shown in 
Fig.1) that are inputs of the Control unit. When water level 
exceeds the level of some sensor, its output is set to 5V. 
Otherwise, its output is 0V signal. 

 

 
 

Fig. 2.  Pump's functioning  
 
Sensors produce output to the control unit which, in 

response, controls the pumps. The pumps functioning 
should be as follows: 
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If water level drops below X0 level, both pumps should 
be turned on (Fig 2.a). The pumps will stay in active state 
until water level exceeds X1 (Fig 2.b) when one pump is 
turned off and the other remains working. For example, let 
the pump which is turned off be P1 and the other that is left 
turned on be P0. If the water level is raising again, in the 
moment when it gets over X3 level (Fig 2.c), P0 pump is 
turned off. Then both pumps are turned off. This situation 
is changed when water level gets under X2 level (Fig 2.d). 
Then only one pump should be turned on and the other 
turned off. If previously pump P0 was working alone, now, 
the other pump, P1, is working. 

 
B. Mission Level Modeling and Simulation 

 
First, in order to develop and simulate mission level 

design models, the tool MLDesigner is used [3]. Modelling 
is simplified by providing a graphical editor for creating 
block diagrams and a huge library of built-in primitives 
letting designers to concentrate on modeling instead of 
programming. It is also possible to develop own primitives 
in a C/C++ like language [4]. The overall system model 
consists of functional module Controller FSM and 
environmental components and it is shown in Fig. 3.  

 

 
 

Fig. 3. The overall model of Water Pump Controller System 
 

The complete system is heterogenous and consists of 
components from different domains. MLDesigner supports 
the description of such systems where modules from 
different domains can be combined together. An integrated 
multi-domain simulator enables simulation and verification 
of an entire system model and generated simulation results 
can be evaluated by appropriate plot and animation tools. 
Different domains for modeling and simulation are 
supported: Discrete Event, Dynamic Data Flow and 
Synchronous Data Flow. These primary domains are 
augmented by two subdomains: Finite State Machine and 
Higher Order Functions. Models in subdomains are always 
incorporated into systems in other MLDesigner domains. 

The control function for the described system has to 
be developed by using MLDesigner finite state machine 
(FSM) models. Three different implementations of control 
function were made. One of them is shown in Fig. 4. The 
complete function can be decomposed into a pump 
controlling FSM and an automaton that handles their equal 
distribution. A Pump Control FSM and a Pump 
Distribution FSM instances are then interconnected inside a 

higher level FSM module that also defines input/output 
interface of the controller. 
 

 
 

Fig. 4. Controller FSM Module 
 

III HARDWARE-IN-THE-LOOP-SIMULATION  
 
A. Hardware-In- the-Loop- Simulation Overview 
 

After high-level simulations in ML Designer, system’s 
parts had to be checked in real conditions. Because the 
designing all three full implementations require much time 
and effort, only one of them had to be chosen for final 
implementation. Instead of doing all three full design 
implementations, decision which implementation is the 
right one was brought much time earlier using simulation 
in ML Designer while respecting the real time influences 
and conditions.  

 

 
 

Fig. 5.  Block diagram of a HILS  
 
Sensors and actuators, modeled previously in MLD, 

were replaced by real hardware, shown in Fig. 6. The main 
part of the system – the control unit was left implemented 
in MLD. In the real-time simulation, MLD program 
running on PC receives information from external sensors 
and transmits commands to pumps. The PIC 
microcontroller is used as interconnection between PC, and 
the sensors and pumps on the other side. PIC receives the 
commands from MLD, and then turn on or off pumps. 
Also, it gives back to MLD the measurement results for 
further processing. For the communication between ML 
Designer and PIC controller, RS232 serial communication 
was used.   
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Fig. 6. Sensors and pumps 

 
The system functioning is described as follows: PIC 

controller periodically (period time can be set to 25ms for 
example) determines state of sensors X0 to X3 (shown in 
Fig.1).  After it sends this information to MLD program 
using its RS232 routines implemented in Assembler. FSM 
in ML Designer receives sensor's information and gives the 
appropriate respond on its outputs. After that, this respond, 
in form of a command, is sent back to PIC controller which 
turns on or off the pumps. 

 
B. Communication module implemented in MLD 

 
The RS232 communication module was implemented 

in MLD in Discrete Event domain. It was written in 
Ptolemy language as a primitive called comRS232. The 
module provides C++ routines for opening the 
communication port, setting important parameters 
including baud rate and parity, reading data from the serial 
port and writing data to the port.  

The developed module sends and receives string data 
packets over RS232 serial communication. It has following 
input and output ports: inputs OpenPort, Read, PsOutput 
and outputs Display and PsResponse as is shown in Fig. 7. 

Any float type data particle that comes on OpenPort 
opens the serial port and enables the RS232 
communication.. 

 

 
 

Fig. 7.  Interface of the module for RS232 communication 
 
Reading operation: port Read is used to set the 

comRS232 into reading mode. After some non-zero float 
type particle comes on Read, module comRS232 will wait 
for the incoming new characters.  Wait state will remain 
active until at least one character is read. When characters 
get received they appear in form of string on psResponse 

output.    
While writing operation, string type data packets 

coming on psOutput port are transferred over RS232. The 
output port Display is used for displaying all necessary 
information like which port is open, what are the speed 
rate, the number of bits in data packets, parity and other 
RS232 parameters. Also, Display shows the characters that 
have been received or sent.  

The communication module comRS232 has three 
parameters: sPortNumber, BaudRate and Config. The first 
parameter, sPortNumber, defines the number of serial port 
over which the communication is established.  Since MLD 
program is running under Linux, default value of parameter 
sPortNumber, 0, opens the port /dev/ttyS0. If the value of 
sPortNumber is 1, the other port, /dev/ttyS1, is opened.  

The BaudRate, parameter with integer type, has default 
value of 9600. It represents the speed of the serial data 
steam as a number of ones and zeroes that can be sent in 
one second. It can have one of following values: 110, 300, 
1200, 2400, 4800, 9600, 19200, 38400. 

The third parameter called Config determines the parity 
and number of bits in data packets. It has one of the 
following string values: 8N1, 7N1, 7O1 and 7E1.  

 
C. Part of a HIL system realized in MLD 

 
Beside previously explained comRS232 module the 

software part of a HIL system consists of several other 
modules: Slave, FSM and Text displays Received Message, 
Sent Message, and Display as shown in Fig. 8. 

 

 
 
Fig. 8.  Block diagram of a part of a system implemented in MLD 

 
The system’s functioning is described as follows: the 

Slave module periodically receives 8-bit sensor’s data from 
comRS232. When received, it is shown on Received 
Message display (shown in Fig. 8). After, FSM calculates 
new pump’s states and sends it back over comRS232 
module to PIC microcontroller.  

The Slave module’s input and output ports are shown 
on Fig. 9. The Slave module receives new sensor's status 
on its psResponse input (shown on Fig. 9). Since received 
data is 8-bit character and FSM gets on its input integer 
value in range from 0 to 1000 (representing fluid level in 
the pool), received input data has to be transformed. Slave 
module can send the FSM module over its Water Level 
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port one of following values: 100, 300, 500, 700 or 900. 
 

 
 

Fig. 9. Interface of the SLAVE module  
 

If sensors are not active, Slave sends to FSM the 
minimal value 100. If only the lowest sensor X0 is active, 
then sends number 300; if X0 and X1 are active - number 
500; when X0, X1 and X2 are active – 700; and finally, 
when fluid level is over all the four sensor, number that 
FSM module receives from Slave module is 900. Also, 
after receiving new sensor's value, Slave produces received 
information on output ports X0 to X3 to be further 
displayed on TclTk Show Values displays. 

After new pump states Y1 and Y0 are determined 
(within FSM), Slave module receives this information on 
its FSM_out input and generates new command to be sent 
over psOutput port to comRS232. Also, this command is 
sent to Sent Message TclTk display (shown on Fig. 8). 
Finally, new float type particle is generated on Read output 
requesting information from comRS232. 

 
D. Circuit interconnecting PC, sensors and pumps  

 
The circuit interface between PC on one side, and 

sensors and actuators on the other, is shown in the diagram 
Fig.10. 

 

Fig. 10. Connection between PC, sensors and pumps  
 
As it can be seen, sensors X0 to X3 are connected to 

PIC16C84 PortB pins RB4 to RB7 respectively which had 
to be configured as input pins in a assembler program code. 
PortB pins RB3 and RB2 control fluid pump and are 
connected to inputs Y1 and Y0 respectively.  

To connect a microcontroller to a serial port on a PC 
computer, the level of the signals had to be adjusted. The 

signal level on a PC is -10V for logic zero, and +10V for 
logic one. Since the signal level on the microcontroller is 
+5V for logic one and 0V for logic zero, we need an 
intermediary stage that will convert the levels. One chip 
specially designed for this task is MAX232. This chip 
receives signals from -10 to +10V and converts them into 0 
and 5V (and vice versa). 

For receiving data from PC, pin 2 of Sub-D connector 
(called RX) is connected to input pin 8 of MAX232 
(R2IN). Then, output pin 9 of MAX232 (R2OUT) is then 
connected to pin 6 of PIC16C84 (RB0/INT) which is 
configured in assembler code as a input port. 

For sending data to PC, pin7 of PIC16C84 (pin RB1) 
was chosen. This pin is connected then to pin 10 of 
MAX232 (pin T2IN).  MAX232 output pin for transmitting 
serial data, pin 7 (T2OUT) is then connected to pin 3 of 
Sub-D connector (called TX).   

As it can be seen on Fig.10, of all input and output ports 
of used PIC16C84, only PortB is used (for sensor 
acquisition, pump managing, data sending and receiving 
data over RS232). PortA was not used and it is left 
unconnected. 

 
IV. CONCLUSION 

 
 This paper presents research results after praxis at 

University in Ilmenau. First, the module for RS232 
communication was developed in MLD. After, 
communication module was used in the example of 
Hardware-In-the-Loop simulation. The system with sensors 
and pumps was developed. First, whole system was 
described in MLD and after sensors and pumps models 
were replaced with real hardware. For interconnection 
between sensors, pumps and MLD program, PIC 
microcontroller is used. It receives signals form sensors 
and sends sensor status over RS232 communication to the 
MLD program. Finite State Machine in MLD generates the 
new pumps states and over RS232 sends back new 
commands to PIC microcontroller which turns on and off  
the pumps. 
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VHDL-AMS Modeling and Compilation for 

Parallel Mixed-Mode Simulation 
Bojan Anđelković, Marko Dimitrijević and Milunka Damnjanović 

 
 

Abstract – In this paper a survey of recommended VHDL-
AMS modeling practices for effective parallel simulation is given. 
Also, a need for extension of VHDL-AMS standard is considered 
in order to enable the designer to influence parallel simulation 
performance during the model development. Mixed-mode circuit 
partitioning algorithms that should be applied during the model 
compilation are presented. 

Keywords – Parallel mixed-mode simulation, VHDL-AMS 
 

I. INTRODUCTION 
 

Today’s high end integrated circuits may contain 
millions of transistors and becoming increasingly complex 
in the diversity of devices (embedded software, micro-
electro-mechanical components). Having in mind the rapid 
growth of the electronic systems complexity and short 
time-to-market demands, the simulation has become time 
consuming and represents a bottleneck in the design flow. 
The modern simulation is based on system modeling in one 
of standard Hardware Description Languages (HDL), such 
as VHDL-AMS [1], which support an easy description of  
mixed-signal VLSI systems with various portions described 
at different abstraction levels. VHDL-AMS simulation is a 
compute intensive, particularly for large models. In order to 
accelerate the simulation process and reduce very long 
simulation runtimes of such HDL descriptions parallel 
simulation tools can be used [2]. Parallel simulation is 
based on splitting the circuit into several pieces and 
simulating them in parallel one piece per workstation. The 
potentially larger amount of the memory in workstation 
clusters will enable the execution of larger simulation 
models. 

This paper contains some VHDL-AMS modeling 
recommendations necessary to achieve high-performance 
parallel simulation. Also, existing partitioning methods that 
should be performed during the VHDL-AMS model 
compilation are presented. A need for extension of VHDL-
AMS in order to adapt it for the use in parallel simulations 
is considered. 

A brief overview of VHDL-AMS modeling features is 
presented in Section II. Also, some modeling 
recommendations for the development of VHDL-AMS 
models for parallel simulations are given. Mixed-mode 

circuit partitioning techniques performed during the 
VHDL-AMS model compilation are discussed in Section 
III.  Section IV summarizes the presented survey of parallel 
modelling recommendations and partitioning algorithms 
together with some future work directions. 
 

II. VHDL-AMS MODELING FEATURES 
 
A. VHDL-AMS Model Description 

 
VHDL-AMS is an Analog and Mixed-Signal extension 

to the Very-High-Speed-Integrated-Circuits Hardware 
Description Language (VHDL). It is a combination of the 
base IEEE Std 1076-1993 (VHDL) standard and IEEE 
1076.1-1999. (analog and mixed-signal extensions) [3]. 
VHDL-AMS is an internal name, widely used in the 
designers’ community, for the combination of these 
standards. 

VHDL-AMS provides behavioral and structural 
description of both discrete and continuous systems. Being 
a superset of VHDL it inherited all its advantages such as 
structural and functional decomposition, separate 
compilation, a powerful sequential notation, and the strong 
type system of a modern programming language. The 
discrete models are specified using component 
instantiations, concurrent signal assignment and the process 
statement. Modeling of continuous systems is based on the 
theory of Differential and Algebraic Equations (DAEs). 
DAE-based continuous systems can be modeled similar to 
discrete models at several hierarchical levels. A special 
notation for DAE’s is introduced describing precisely what 
system of equations is implied at each simulation time. 
VHDL-AMS also has the ability to describe non-electrical 
physical phenomena. Mixed-discipline models with 
different domains such as electrical, physical, and thermal 
can be described and simulated in a single entity. 

A structure of a VHDL-AMS model and an overview 
of the language elements and statements are given with the 
help of a simple RC circuit model with a pre charged 
capacitor shown in Fig. 1 [4]. 

For representing the unknown continuous variables in 
the system of DAEs, VHDL-AMS introduces a new class 
of objects, the quantity [5]. Quantities can also be declared 
as ports of the model (the points that can be connected to 
other models). Additional branch quantities are provided to 
support conservation semantics of the systems like 
electrical circuits. There are two kinds of branch quantities: 
across quantities representing effort like effects such as 
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voltage or temperature, and through quantities for flow like 
effects such as current and fluid flow rate. In the RC circuit 
example, the branch quantities are capacitor and resistor 
voltage and current. They are declared with reference to 
two terminals. Terminals can be of different natures that 
represent distinct energy domains (electrical, thermal, etc.). 
Using of terminals as ports of the model enables 
constructing nodes on hierarchical descriptions when such 
model is instantiated. 
 

-- Set initial value (pre charged capacitor)

LIBRARY DISCIPLINES;
LIBRARY IEEE;

USE DISCIPLINES.ELECTROMAGNETIC_SYSTEM.ALL;
USE IEEE.MATH_REAL.ALL;

ENTITY RC IS
END;

ARCHITECTURE behav OF RC IS
    TERMINAL n1,n2: ELECTRICAL;
    QUANTITY v_in ACROSS i_in THROUGH  n1 TO electrical_ground;
    QUANTITY u_r ACROSS i_r THROUGH n1 TO n2;
    QUANTITY u_c ACROSS i_c THROUGH n2 TO electrical_ground;
BEGIN

    BREAK  u_c => 0.5;       --initvalue
                    
    v_in == 1.0;      --constant  voltage source
    i_r  == u_r  / 1000.0;      --resistor  equation
    i_c  == 1.0e-6 * u_c'dot;   --capacitor equation 
END;

 
 

Fig. 1.  VHDL-AMS model of an RC circuit 
 

The system of DAEs can be described using 
simultaneous statements. These statements express the 
system behaviour by specifying relationships between 
quantities. The language supports two quantity attributes 
(‘dot and ‘integ) to specify derivatives and integrations 
over time, respectively. VHDL-AMS also provides two 
special simultaneous statements, called simultaneous if and 
simultaneous case, to change the set of equations. These 
statements include conditional expressions and depending 
of their satisfaction appropriate set of equations is solved. 

A special construct called the break statement is used to 
represent discontinuities in VHDL-AMS model 
descriptions. It specifies new initial conditions and the 
possible occurrence of a discontinuity. The model 
developer should provide the necessary break statements to 
notify the simulator of possible discontinuities. In the 
example, break statement is used to setup initial value for 
capacitor voltage. 

Since DAE solvers use numerical algorithms to solve 
the equation systems, VHDL-AMS enables the designer to 
specify individual tolerances for quantities which must be 
satisfied by the simulator. It gives the designer an 
opportunity to trade between accuracy and simulation 
speed, as more accurate solutions require longer simulation 
runtimes. 

VHDL-AMS is developed as a universal and tool 
independent language for modeling and documentation of 
both analog and digital devices and physical subsystems 

from other domains. That enables the designer to focus on 
the model equations without distraction of specific 
simulator internals. In that way they can create models with 
different abstraction levels that improve significantly 
simulation speed. 

 
B. Modeling Recommendations for Parallel Simulation 

 
A set of recommended VHDL-AMS modeling practices 

to help designers achieve effective parallel simulation is 
given in [6]. Performances of VHDL-AMS parallel mixed-
mode simulation depend on hardware processing 
environment (number of processors, interconnecting 
network), VHDL-AMS  compiling techniques, and 
VHDL-AMS models used for simulation. Some model 
features, such as model complexity, model abstraction and 
stimulus influence parallel simulation performance, but the 
designer cannot do anything to improve them. However, 
there are some modeling issues that can be under model 
developer’s control. These modeling issues include 
simulation time resolution, number of processes, data 
types, and shared variables. 

VHDL-AMS gives the designer an opportunity to 
develop models at many levels of abstraction. In sequential 
simulation executing on a single processor, less abstract 
models increase simulation time. However, when parallel 
simulation is used, increasing the number of details in a 
model can yield more units capable of executing 
concurrently. In that way, when more detailed models are 
used, it is possible to achieve parallel simulation speedup 
comparing to a uni-processor. When such models are 
developed for parallel simulation, it is necessary to enable 
de-coupling between model elements in order to improve 
simulation performance. 

The use of physically-oriented delay or parasitic 
information (such as SDF and VITAL) during VHDL-
AMS simulation decreases parallel simulation 
performance. These timing models distribute evaluations at 
a wider range of time instants in the simulation time 
domain and that decreases parallelism. Better performances 
can be achieved by reducing the precision of delay and 
other timing parameters in the model. 

In order to improve parallel simulation performance, 
VHDL-AMS models should consist of more processes, 
tasks, or their equivalents than there are processors 
executing simulation. 

The transmitting events between processors on a 
parallel computer influence the simulation performance 
more than when the communication is performed in the 
memory subsystem of single-processor architecture. 
Therefore, if it is necessary to transmit more than one 
scalar signal value at the same time between different 
processors (i.e. workstations on a computer cluster), 
parallel simulation performance can be improved by 
aggregating these scalars into a single composite event. 
Such aggregation can be automatically implemented during 
the VHDL-AMS compilation process, as described in [7], 
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or the designer can implement such aggregation during the 
development of VHDL-AMS model source code. 

Shared variables added in VHDL’93 standard can 
decrease parallel simulation efficiency, because they 
require communication between two or more processes in 
which they are used. Therefore, the model developer 
should avoid use of variables referenced by more than one 
process. If such variables must be used it is necessary to 
maximize the variable’s locality to as few processes as 
possible. 

Besides mentioned discrete-event modeling 
recommendations, there are also recommended continuous-
domain modeling practices given in [6]. The parallel 
VHDL-AMS model developer can maximize simulation 
performance of analog and mixed-signal systems through 
appropriate use of circuit decomposition, tolerances and 
discontinuities. 

In order to reduce communication latency during 
parallel simulation, large mixed-signal systems should be 
described as a collection of smaller continuous-domain 
models completely surrounded by discrete-event models. 

As mentioned in the previous subsection, in VHDL-
AMS quantity tolerances that must be satisfied during the 
equation system solving, can be specified. It is 
recommended to use broader tolerances, because in that 
way it is easier to divide the parallel solver among different 
cluster nodes by facilitating convergence of independent 
parts of the solution. However, broad tolerances give less 
accurate simulation results, so a compromise between 
parallel simulation performance and solution accuracy 
should be made. 

Situations in which implicit or explicit value 
discontinuities occur in a quantity should be avoided. Use 
of VHDL-AMS ramp and slew quantity attributes reduces 
the impact of discontinuities on parallel simulation.  
 

III. VHDL-AMS COMPILATION FOR 
PARALLEL SIMULATION 

 
A. Parallel Mixed-Mode Simulation 

 
A survey of parallel mixed-mode simulation algorithms 

and implementations is given in [2]. Mixed-mode designs 
are particularly convenient for parallel simulation, since 
they are by default partitioned into analog and digital parts 
that can be executed concurrently. Therefore, a parallel 
mixed-mode simulator consists of two distinct simulation 
kernels: continuous-time differential equation simulation 
kernel and discrete-event simulation kernel. In order to 
achieve parallel mixed-mode simulation, appropriate 
synchronization protocols [8] between these analog and 
digital simulation kernels are necessary. 

Digital components in parallel discrete-event simulation 
are modeled as a collection of concurrently executing 
logical processes (LPs) that communicate via message 
passing. LPs can be assigned to different cluster nodes and 
distribute the simulation across the network of 

workstations. 
The domain decomposition technique described in [9] is 

often used for parallelization of differential equation 
solvers. 
 
B. Mixed-Mode-Circuit Partitioning 
 

High-performance parallel simulation requires 
partitioning the simulation model into several parts in order 
to simulate one part per processor. Electronic circuits have 
natural clustering that can be used to achieve good 
partitioning results. 

The partitioning methods are based on either 
parallelism in the simulation algorithm or in the circuit 
being simulated. Partitioning based on simulation 
algorithm is limited by the properties of specific algorithm 
used for simulation.  The later method exploits the 
concurrency and parallelism in the circuit structure in order 
to minimize communication between cluster nodes and 
balance the nodes workload. 

In parallel discrete-event simulation (PDES), the 
system under simulation is modeled as a collection of 
concurrently executing logical processes (LPs) that 
communicate via message passing. LPs then maybe 
assigned to different cluster nodes, thus distributing the 
simulation across the network of workstations. 

Many of the partitioning algorithms for parallel logic 
simulation are based on a directed graph representation of 
the simulated circuit. In such representation the vertices of 
the graph denote logic components while edges represent 
signals. In [10] a multilevel approach to partitioning is 
proposed. It optimizes all factors for improving parallel 
logic simulation by decoupling them into separate phases. 

The main objective in partitioning is to reduce the 
simulation time through equal load balance of processors 
and low communication overhead. Since, interconnecting 
signals between partitions cause time consuming 
communication, it is necessary to achieve a small number 
of signals connecting the partitions. 

The partitioning should also provide equal workload 
for all slave nodes which enables optimal distribution of 
simulation effort. In order to estimate the workload, each 
circuit element can be assigned a weight according to its 
simulation complexity. One such partitioning method is 
COPART [11] implemented in TITAN parallel transistor 
level simulator. It reads the circuit description in SPICE 
and after partitioning a SPICE netlist for each partition is 
created, which is required for parallel simulation.   In this 
method the structure of the circuit is mapped to an 
undirected graph, where the nodes represent the circuit 
elements and the edges are the signals connecting them. 
Appropriate weights for the nodes and the edges are 
assigned representing the simulation effort needed to 
simulate the element (i.e. the node in the graph).  Signals 
connected to a lot of elements are widely distributed over 
the circuit and their cutting cannot be avoided during the 
partitioning. Therefore, such signals have lower weights 
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meaning lower significance during the partitioning. The 
partitioning process is focused on signals connected to a 
few elements to avoid cutting them. Similar workload for 
each cluster node is achieved if the element weight sums 
are similar for all partitions. As the partition simulations 
are synchronized by the master process, a master circuit 
description with special references to the cut nets is also 
created. 

Mixed-signal VHDL-AMS simulator SEAMS [12] 
exploits component-level partitioning and analog island 
modeling to completely partition the VHDL-AMS 
description at the entity-architecture level and simulate the 
partitioned system on a workstation cluster. SEAMS 
analyzes the VHDL-AMS model description and generates 
a set of characteristic expressions (CEs) from the 
simultaneous statements. CEs gover the behavior of the 
continuous part of the mixed-signal system. Partitioning of 
a VHDL-AMS model, implemented in SEAMS, is based 
on grouping and solving for the unknowns occurring in a 
connected set of CEs. The set of CEs consists of equations 
that are sufficient to determine the unknowns in the set. 
The criterion for grouping depends on the characteristics of 
the equations in the model. A single set of CEs is called 
analog island. The objective in partitioning is that no two 
analog islands may communicate during simulation. Break 
conditions and quantities are used for the communication 
between the discrete-event and the continuous processes. 

As it can be seen, only partitioning algorithms which 
guarantee a minimum communication overhead may be 
able to provide good speed-up on workstation cluster. The 
mapping of LPs to workstations can be performed 
automatically based on some partitioning and load-
balancing heuristics. However, automatically parallelized 
code generally cannot achieve good speed-up. Sometimes 
the model developer is in much better position to know the 
runtime characteristics of the processes and would want to 
manually perform partitioning and load-balancing. 
Therefore special parallel simulation languages, such as 
Parsec [13] have been developed. They allow user to 
influence parallel simulation performances during the 
model development. Parsec is a C-based PDES language 
that allows the model developer to specify the specific 
node on which an entity will be created by using an 
appropriate option during entity creation. It enables that 
model can be partitioned in such way that message 
communication between nodes is minimized, with balanced 
computation load. Also, the language has special constructs 
to specify communication between entities and control the 
execution of all processes [14]. Each entity will execute its 
own tasks, and if necessary, communicate with one another 
by sending and receiving messages. One code example in 
Parsec is shown in Fig. 2 [14]. In this example the entity 
worker performs some tasks, then receives a storeRequest 
message from another entity, stores the message, and 
resumes working on another task. 

Similar constructs can be added to VHDL-AMS in 
order to extend the standard language and allow the user 

flexibility to influence simulation performance during the 
model development. Desired features for PDES languages 
can be found in [14] and can be used as a basis in the 
development of VHDL-AMS extensions for parallel 
simulations. 
 

entity worker {
  …
  doTask();
  receive (storeRequest msg) {
     storeMessage(msg);
  }
  doMoreTask();
}

 
 

Fig. 2. Parsec code example 

 
IV. CONCLUSION 

 
VHDL-AMS is a standard mixed-signal HDL that 

promises to play very important role in the specification 
and verification of mixed-signal systems. Since it is tool 
and vendor independent, it has advantages over other 
simulator specific parallel simulation languages. However, 
in order to use VHDL-AMS for parallel simulation some 
constructs and elements from parallel simulation languages 
should be added into VHDL-AMS. It would give the 
designers an opportunity to take advantage of standard 
HDL together with ability to have more control over 
parallel simulation performance during the model 
development. Also, the designer should follow presented 
modeling recommendations to achieve effective parallel 
simulation. During the compilation of VHDL-AMS 
models, appropriate partitioning techniques should be 
applied to minimize communication between cluster nodes 
and enable equal workload.  
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An Agent-Based Simulation model of Stock Market 
Ognjen Radović 

 
 

Abstract - This paper presents results from an experimental 
computer simulated stock market. We employ an agent-based 
model to directly simulate the microstructure of the financial 
markets. In this market artificial agents take on the role of traders. 
They make predictions about the future, and buy and sell stock as 
indicated by their expectations of future risk and return. These 
results show that the artificial stock market is able to replicate 
certain time series features from real markets. 

 
Keywords - Agent-Based Simulation, Artificial Stock Market 
 
 

I. INTRODUCTION 
 
There has been many attempts to determine the 

statistical properties of the prices in the financial markets. 
Agent-based computational economics (ACE) is the 
computational study of economies modeled as dynamic 
systems of interacting agents [1],[2]. Agent-based 
simulation, a special case of ACE, is a bottom-up system 
modelling approach to forecast and understand the 
behaviour of non-linear systems [3],[4]. Economy can be 
thought as a complex system where aggregate behaviour is 
determined by the interaction between individuals at the 
micro level [5]. In principle, the artificial stock market is a 
promising way to study the stock market as a complex 
adaptive system. 

Interaction between agents is a key feature of the agent-
based systems. Traditional market model does not deny 
that agents interact but assume that they only do so through 
the price system [5]. As an alternative to regarding stock 
prices as stochastic processes, in ABM prices arise from 
simulating the interactions of autonomous entities with 
different profit-making strategies. A typical agent may be a 
fundamentalist investor (who believes the price will follow 
the fundamental value of the asset) or a trend-follower 
(who considers behaviour of other traders as the only 
source of information). Generally speaking, models in this 
field are composed of many heterogeneous interacting 
adaptive traders. 

One of the early attempts of this research was to show 
that many econometric properties (stylized facts) of 
financial time series can be replicated by artificial stock 
markets. The main properties include volatility clustering 
(autoregressive conditional heteroskedasticity - ARCH), 
excess kurtosis (fat-tail distribution), nonlinearity, bubbles 
and crashes, chaos, and many others [6],[7],[8]. The 
literature on building artificial financial markets using 

computer experiments is steadily growing and new markets 
are appearing all the time [9],[10],[11].  

 
II. THE ARTIFICIAL STOCK MARKET 

 
2.1. Model of Market 

 
In this paper we will explore the Centralized Stock 

Exchange Model (CSEM), i.e. each agent on the market is 
restricted to trading with a single, monopolistic market 
maker who has complete control over the execution price. 
No direct trades between agents are allowed. This situation 
approximates some actual, thinly traded stocks on the New 
York Stock Exchange (NYSE) and other markets.  

The basic structure of the model is N agents (i=1, 2,..., 
N) interacting with a central market. There may be several 
type of agents. The agents don't interact directly with each 
other, but only via single market maker. CSEM uses a 
trading model which assumes all trades are executed only 
once daily (simultaneously). This approach is common in 
the literature [3],[9],[12] and mimics trading which occurs 
in real markets on unprocessed orders before opening each 
day. 
 
2.2. Tradable Assets 

 
For simplicity a market consisting of two assets 

available for traders to invest in. One is the riskless asset 
called cash money, and the other is the risky asset known 
as the stock (public company stock). The total number of 
cash (C) and shares (S) available on the market will be 
conserved. Since the company pays no dividend the stock 
has no fundamental value and stock price is maintained 
solely by expectations of satisfactory returns on the sale of 
shares. The stock price will be assumed to be a continuous 
variable with price p(t) per share at time t. Time is discrete 
(i=1,2, ...). Moreover, cash will pay no interest and no 
commissions will be charged on trades. This restriction 
may be unrealistic but it has a significant advantage: the 
ratio of cash-to-shares is conserved.  
 
2.3. Model of traders (agents) 

 
The basic framework of the artificial stock market 

considered in this paper is the standard asset pricing model 
[13]. The market dynamics can be described as an 
interaction of many heterogeneous traders each of them has 
the goal to maximize its expected utility based on its 
forecast of the future.  

We define our agents as simple expected utility 
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maximizers where the utility function is monotonically 
increasing with wealth but has a negative second derivative 
(concave). An often-chosen form [10] is the exponential 
utility U(x) = -eαx. More specifically, this function is 
assumed to be a constant absolute risk aversion (CARA) 
utility function: 
 U(Wi,t ) = −exp(−λWi,t )  (1) 
 
where Wi,t is the wealth of trader i at time period t , and λ is 
the degree of relative risk aversion. For simplicity, we 
assume that all traders share the same utility function.  

Each agent can adjust a portfolio consisting of s shares 
of a single risky stock and riskless cash c. If the share price 
is p then the agent's total capital at time t is Wt=ct+ptst. 
Traders can accumulate their wealth by making 
investments. In other words, at each point in time, each 
trader has two ways to keep her wealth, i.e. 
 
 Wi,t = ci,t + pthi,t  (2) 
 
where ci,t and hi,t denote the money and shares of the stock 
held by trader i at time t .  

Given this wealth dynamic, the goal of each trader is to  
maximize the one-period expected utility function, 
 
 Ei,t(U(Wi,t+1)) = E(−exp(−λWi,t+1)|Ii,t )   (3) 
 
where Ei,t(·) is trader i’s conditional expectations of Wt+1 
given her information up to t (the information set Ii,t ). The 
choice variable of this optimization problem is hi,t. 

It is well known that under CARA utility and Gaussian 
distribution for forecasts, trader i’s desire demand (or the 
optimal investment fraction) h*

i,t , for holding shares of the 
risky asset is linear in the expected excess return [13]: 
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( )i t t t
i t

i t
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=   (4) 

 
where σ2

i,t is the conditional variance of pt+1 given Ii,t , with 
the additional constraints * 0ts ≥  (no short selling) and 

*
t t tw p s≥ (no borrowing cash). The agent's strategy is to 

sell shares if *
t ts s> or buy if *

t ts s< . The above equation is 

intuitively appealing: only hold shares if the expected 
return on your investment is positive and decrease your 
investment when the uncertainty (variance) is large 
(indicating an aversion to risk). 
 
2.4. News 
 

In real life, expectations with respect to prices and 
dividends are largely influenced by information arriving on 
the market. In our model, information arrives at the market 
at random intervals of time. This information may vary 
from ’very negative (-1)’ over ’neutral (0)’ to ’very 
positive (+1)’.  

2.5. Forecasting 
 

Each agent needs to be able to decide whether he wants 
to buy or sell a particular stock, and at what price. It 
therefore needs to have decision rules that allow it to make 
some kind of expectation as to the future evolution of the 
price. Nevertheless each agent assumes it is a stochastic 
variable and has some expectations of the underlying 
probability distribution, based on historical prices. 

The goal of the agents is to build forecast of the future 
price and variance which they will use in their demand 
functions. For simplification, we will monitor three basic 
strategies, they are: 
− Fundamentalist strategy, a strategy that always have 
tendency to hold a price at a certain value. Means it will 
sell if the price is higher than its fundamental value and 
vice versa buy for price lower than its fundamental value. 
We emphasize that not every agent may interpret the same 
piece of information in the same way. Only this type of 
agents react on news. 
− Chartist strategy, known as strategy for those who 
monitor market trend for certain history referred horizon. 
This method also known as moving average (MA). Agent 
sells if MA(h) value, computed with h time horizon, is 
larger than the price. Moreover, they may behave like 
momentum traders. Momentum traders are simple technical 
analysis traders whose forecast of tomorrow's return is 
today's return. Specifically, if at time t the two most recent 
transaction prices are pt and pt-1, then a momentum trader's 
forecast of the next transaction price is simply pt·(pt/pt-1) 

Periodically, agents compute future price and variance 
by ARMA/GARCH models. The GARCH (1, 1) model 
provides a simple representation of the main statistical 
characteristics of a return series for a wide range of assets 
and, consequently, it is extensively used to model real 
financial time series. It serves as a natural benchmark for 
the forecast performance of heteroskedastic models based 
on ARCH. 
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1 1

t t t

t t t
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where εt is an uncorrelated process with zero mean and unit 
variance. The ability of the GARCH models to provide 
good estimates of equity and index return volatility is well 
documented [14],[15],[16]. 
− Noisy strategy. Choosing transaction actions of selling 
randomly with probability 0.5  
 
2.6. Market clearing  
 

As mentioned above, the agents in this model are 
restricted to trading only with a single, monopolistic 
market maker or specialist. They are not allowed to trade 
directly with each other. This has a empirical basis but is 
also a simplifying factor [3],[9],[11]. A discussion of how 
trading is implemented follows. 
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After the submission of orders, the demand (supply) 
curve is made by the aggregation of orders of all agents 
who want to buy (sell). The demand and supply then 
determine the equilibrium price, where supply and demand 
just balance, i.e. the market maker simply negotiates a price 
such that the market clears (all mechanisms by which the 
market maker may make a profit have been removed from 
the simulation for the sake of simplicity.) 

The market maker's goal of balancing supply with 
demand can be achieved by choosing a price which 
preserves the total number of shares held by the investors. 
We used a very simple price adjustment schema, based 
solely on the excess demand 
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j j
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where, the values h*
j , cj , and sj are all from before any 

trading occurs on the current day. 
 

III. RESULTS OF SIMULATION 
 
The simulations will be initialized with N agents; each 

agent will have a fraction of some total cash C and total 
shares S available. Events are separated into days. After the 
model has been initialized the agents place orders and have 
them filled once each day. The basic algorithm follows: 
 

% Initialization 
Market.Initialize 
% Cash and shares distributed amongst agents. 
Agent.Initialize 
% Start of new day 
loop until Market.Day ≥ EndData 

% Agents forecast return-on-investment (with noise) 
 [return, variance] = Agent.Forecast 

% Agents calculate optimal investment fraction and  
% submit trading schedules (optimal holdings as a  
% function of stock price). 

 Agent.SubmitOrder 
 % Market maker finds market clearing price  

% (supply balances demand) 
NewPrice = Market.Clearing 
Market.Trade 
% Agents calculate stock's daily return-on-investment 
% and append to history 
Agent.Update 
Market.EndOfDay 

end loop 
 
Based on the parameter values specified in Table I, a 

single run with 3,000 trading days was conducted. This 
generated a time series of the artificial stock price with 
3,000 observations. A time series plot of this artificial price 
series is given in Fig. 3. For comparision, in Fig. 1 is given 
time series plot of stock price of Microsoft co. in period 
(03.01.1995-04.02.2000) and its price return (Fig. 2). Table 
II presents the basic statistics of the return series, including 
the mean, the standard deviation, etc. Artificial stock price 

series is divided to three parts (AS-1: from first to 1000th 
trading day, AS-2: from 1001st to 2000th trading day, and 
AS-3: from 2001st to 3000th trading day). Also, these 
series have been random shuffled. Fig. 4 exhibits the time 
series plot of the stock return {rt}, where rt = ln(pt) − 
ln(pt−1). We can see that the return series centers around 
zero. However, the distribution is not symmetric. In 
particular, there seems to be a flat for negative returns, but 
not for positive returns.  

The first macrobehavior we would like to examine is to 
see whether our artificial stock market is efficient in the 
sense that the stock returns are statistically independent. To 
do so, we first test predictivity of the return series. We 
select the linear ARMA model (p, q) of a series. If a series 
satisfies the EMH (Efficient Market Hypothesis)1, then 
both p and q should be 0, i.e. there is no linear dependence, 
and hence, the series is not linearly predictable. The sixth 
column of Table II gives us the ARMA(p,q) process 
extracted from the return series. We also carried out the test 
for the presence of the autoregressive conditional 
heteroskedasticity (ARCH) effect of the residual. Here, for 
all series we identified GARCH(P,Q) model. 

Finally, we tested nonlinearity. One of the most 
frequently used tests for nonlinear dependence is the BDS 
test [17]. The BDS test is a test based on the fact that, if 
{rt} is an i.i.d. series, then the BDS test statistic has a 
limiting standard normal distribution. There are two 
parameters required to conduct the BDS test. One is the 
distance parameter (standard deviations), and the other the 
embedding dimension (DIM). Since our results are not 
sensitive to either choice, only those with ε=1 and DIM=5 
are reported here. The results are given in the eighth 
column of Table II. By the BDS test, what is interesting is 
that the null hypothesis of i.i.d. (identically and 
independently distributed) is not rejected in any of tested 
periods. 

   TABLE I 
SIMULATION PARAMETER 

Parameters Value 

Number of agent (N) 200 

Formation fundamentalist-chartist-noisy 40-40-20 

Total Marketed Stock - Shares (S) 100.000 

Initial capital - Cash (C) 1.000.000 

Number of simulation day (T) 1000 

 
IV. CONCLUSION 

 
This paper presents some results of the multi-agent 

simulations model of an artificial financial market. 
Financial economy time series data character such as 
volatility clustering, fat tail distribution and nonlinearity 
have been shown in multi-agent simulation we developed.  

Furthermore, several technical things from this paper 
                                                           
1 A market is efficient if there are no arbitrages, i.e. possibilities 
of predictable gains. 



PROC. of SMALL SYSTEMS SIMULATION SYMPOSIUM (SSSS 2005), NIŠ, SERBIA & MONTENEGRO, 28-29 MARCH 2005 

 28

need to be developed in advanced research to gain more 
realistic financial data, for example adding “intelligence” to 
each agent so that each agent has evolutionary ability in 
changing techniques and strategies used in its decision-
making. 
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TABLE II 
BASIC STATISTICS OF THE ARTIFICIAL STOCK RETURN SERIES AND TESTS FOR I.I.D AND NONLINEARITY 

 

Series r σ Skewness Kurtosis ARMA GARCH BDS 
MSFT 0.00206 0.02207 0.07140 3.86018 A (2,2) A (1,1) A   (7.5950) 
AS-1 (1-1000) 0.00328 0.03517 5.92538 87.59629 A (2,2) A (1,1) A (12.9152) 
AS-2 (1001-2000) 0.00087 0.01737 0.76810 8.71348 A (1,1) A (1,1) A (15.9875) 
AS-3 (2001-3000) 0.00044 0.01359 1.02905 9.44198 A (1,1) A (1,1) A (20.4897) 
Shuffle (AS-1) 0.00328 0.03517 5.92538 87.59629 R (1,1) R (1,1) R  (-1.3596) 
Shuffle (AS-2) 0.00087 0.01737 0.76810 8.71348 R (1,1) R (1,1) R  (-0.1999) 
Shuffle (AS-3) 0.00044 0.01359 1.02905 9.44198 R (1,1) R (1,1) R   (0.0253) 
Here, r refers to price return, and σ refers to standard deviation of price return. The pairs of numbers (p,q) are the orders of the 
ARMA(p,q) model, and the other pairs are the orders of the GARCH(P,Q) model. The test result 'A' (accept) or 'R' (reject) in column 
BDS is based on significant level at 0.05 for ε=1, and DIM=5. 
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Fig 1. Time series plot of the stock price of Microsoft co. 
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Fig 2. Time series plot of price return of Microsoft co. 
 



PROC. of SMALL SYSTEMS SIMULATION SYMPOSIUM (SSSS 2005), NIŠ, SERBIA & MONTENEGRO, 28-29 MARCH 2005 

 30

0 500 1000 1500 2000 2500 3000
0

200

400

600

800

1000

1200

Trading Day

S
to

ck
 P

ric
e

Artificial Market

 
Fig 3. Time series plot of the artificial stock price 
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Fig 4. Time series plot of price return of the artificial stock price 
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Fig 5. Time series plot of the fundamental artificial stock price 
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Fig 6. Time series plot of the artificial news events 
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Simulation model for determination of required number 
of courier vehicles for dynamic Dial-a-Ride systems 

Predrag R. Janićijević and Zoran Ž. Avramović 

 
 

Abstract - In this paper we describe one of the ways of 
determination of the required number of vehicles and of the 
division of the city area of Belgrade into serving zones for 
courier vehicles according to the principles of the dynamic 
Dial-a-Ride systems. The simulation model made in GPSS 
is used for zoning.  

Keywords - Simulation, GPSS, Courier Service, Zoning, 
Dial-a-Ride 

 
I. INTRODUCTION 

 
In order to organize adequate courier service according 

to up-to-date principles of informative society, it is 
necessary to develop and implement the software which 
includes the following elements: 

- Vehicle communication - dispatching centre, 
- Monitoring (positioning and supervising of vehicles), 
- Tracing of parcels, 
- Routing and 
- Data base of users. 
This system should also be connected with the location 

and communication systems, so it could make the change 
of courier vehicles routes possible for accomplishing their 
tasks and doing good service to users. 

A special kind of routing problem - dynamic systems 
Dial-a-Ride are used for this service's requirements. Its 
elementary features are collecting and dispatching of 
passengers and goods as well as non-existence of fixed 
routes and the need for their adapting to new requests 
during the time. 

In this paper we describe one of the ways of zoning by 
using a simulation model for the dynamic routing in 
Belgrade. Conception of the solution is based on the 
possibility of dividing the city core into zones of 
approximately same areas and individual assigning of 
vehicles to each of them with permitted transition of 
vehicles from one zone to the neighboring ones. Special 
characteristics of the city (e.g. rivers) and disposition of 
traffic arteries are taken into consideration.  

 

II. MODEL OF COURIER SERVICE 
 

Clients use phone or communicate with the dispatching 
centre by Internet and send their request for transport, 
which is characterized by source and destination. Vehicle 
routes are planed in the dispatching centre according to 
collected requests. 

Basic division of these systems can be made, according 
to the time passed from the service request delivery until 
the moment of service, into static and dynamic. In static 
systems service requests are collected according to the 
principle "today for tomorrow" and the planed routes are 
fixed, while dynamic systems are more complex and it is 
important that the customer may request service as soon as 
possible and routes are exposed to frequent updating. The 
static systems are appropriate for organizing the transport 
of passengers, while the dynamic systems are more suitable 
for the transport of urgent parcels and the application in 
currier services. 

In order to reach its highest efficiency, quantity and 
profitability, it is necessary for this service to be based on 
highest standards of information communication 
technology. The link between several systems based on 
completely different techniques is supposed. Here belong 
the transport system as a base, telecommunication system 
(GPS, 3Ap or cellular network) for communication and 
stating of current locations of courier service vehicles and 
information system with the address base, GIS (Geographic 
Information System) elements, computer software which 
makes a choice and routing of vehicles according to certain 
algorithm and, at the end, the software that joins all cited 
subsystems and synchronizes all activities necessary for 
functioning of this complex totality. 

 
III. SIMULATION MODEL FOR DETERMINATION OF 

THE REQUIRED NUMBER OF VEHICLES 
 
The most specific feature of Belgrade when routing is 

considered is the fact that the Sava and the Danube divide 
it into three totalities in which routing should be done 
separately. The whole procedure is based on following 
assumptions: 

- Occurring of the request for serving has an even two-
dimensional distribution of probabilities over the city 
area, 

- According to the recorded specimen in the rush hours 
and the simulation model, the required number of 
vehicles is determined,  
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- The city area is being divided into the zones of 
approximately equal areas, 

- Transition of the vehicles to the neighboring zone is 
permitted if the distance of the projected part of the 
route d of the unserved vehicle requests from the 
place of occurring of the new request in the 
neighboring zone is less than d0 (its value can be 
changed depending on the density of the occurring of 
requests), and 

- The system is being considered without given time 
intervals in which serving must be realized. 

For determination of the required number of courier 
vehicles the following specimens of the Post Express 
service in the rush hours (12.00 - 14.00 in March 2003) 
have been used and tested: 

- Time intervals between occurring of the requests for 
serving, 

- Time of traveling between different users addresses 
and 

- Time of serving of clients. 
The simulation model according to the obtained 

specimen is given in GPSS. Its equivalent according to the 
Theorie of Mass Service has Kendel`s sign М/Е2/5/∞. 

 
A. Determination of the required number of vehicles 

(simulation model) 
 
The courier service, described in the introduction, had 

no application here so far. That is why it was impossible to 
gather input data for developing the simulation model. So it 
is based on the courier service data having no software 
support. The specimens of the characteristic time intervals 
of the Post Express service (time intervals between 
consecutive occurring of requests, time of traveling 
between nodes and time of serving) were tested. By test χ2 
(with risk α = 0,05) the hypotheses on similarity of 
specimens were accepted with according exponential 
distribution of probabilities. 

Here, we give the simulation model of the courier 
service according to which (later, when this service starts 
working properly) more complex models with known input 
data could be created and different results obtained and 
later used for planning of special resources. 

This model has the task to show us the results out of 
which we can see the required number of vehicles, time of 
serving, time of waiting for service, number of clients in 
the system, number of clients waiting for service and the 
utilization of the system. 

The input data for optimal functioning of the system 
are: 

- The middle time of occurring of requests for service 
with exponential distribution is 1/λ = 4 minutes, 

- 4 vehicles do the service, 
- the middle time of serving with exponential 

distribution is 1/μ = 10 minutes and 
- the middle time of vehicles traveling between clients 

with exponential distribution is 1/μ0 = 15 minutes. 

The process was simulated in 10 hours period of time. 
A minute was used as a unit of time. 

In Fig. 1. a histogram of time of waiting for service and 
in Fig. 2. a histogram of total time in the system is 
presented. 
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Fig. 1. Histogram of time of waiting for service 
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Fig. 2. Histogram of total time in system 
 
The results obtained in the case when four vehicles are 

used, based on the input data, show good characteristics of 
the system: the time of waiting is not long, number of 
clients in a queue is small, the utilization of the system is 
about 0,745 %. 

 
IV. CITY CORE ZONES 

 
Working of the system with 3, 4 or 5 vehicles was 

simulated. In previous section the model with best 
characteristics (with 4 vehicles) was presented. According 
to starting assumptions and obtained results in simulation 
the city core was divided in two ways: 

- in 4 areas (sectors) according to the simulation model 
with best characteristics and 

- according to natural boundaries and directions of 
traffic arteries. 

According to the division of the city area into zones, a 
heuristic algorithm of dynamic routing was made. 
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A. City core zones according to the results of the 
simulation 
 
After making the simulation model in GPSS it was 

concluded that the optimal solution at this moment is the 
usage of 4 vehicles for the courier service in the city core 
of Belgrade. But, we must have in mind that the usage of 
this criteria disregarding the optimization of routes, will 
lead to extension of average time of traveling of courier 
vehicles and it requires a new specimen of time and new 
simulation. With some of these iterations we could reach 
the certain required number of vehicles. Since this 
procedure is not feasible in practice, we assume that 5 
vehicles are sufficient for this service. 

Division of the city core of Belgrade into 5 zones 
(Fig.3) is made in such a way that natural boundaries (the 
Sava and the Danube), traffic arteries and the very border 
of the city area were taken for borders. Zone 1 includes 
Zemun and Novi Beograd. Zones 2, 3 and 4 border on the 
right bank of the Sava and are divided by traffic arteries, 
and zone 5 borders on the left bank of the Danube and 
includes all parts of the city on that side. 

 
 

Fig. 3. Zoning according to the simulation results 
 

B. Zones of the city core according to the natural 
boundaries and directions of traffic arteries 
 
Division of the city core of Belgrade into appropriate 

zones for courier vehicles of approximately same area 
when natural boundaries and traffic arteries are taken for 
borders disregarding the optimal number of vehicles can be 
made in the following way. 

A circled region can be divided into parts of same areas 
according to the principle of sectoring. 

The central zone borders on the circle with radius r. 
Other zones are defined with sectors with angle of π/4 and 
radius from r to 3r. 

At the map of Belgrade we can see similarities with 
what was above described, i.e., the core of the city can be 
divided according to the same principle to approximately 
equal zones as it is presented in Fig. 4. The sectored circle 
with parameter r ≈ 4,6 km has to be rotated in the direction 
of a clock-hand moving for 15°, so the zoning is correctly 
done. In such coordinate systems there are following 
relations: 

 
y = yо cos 15° - xо sin 15° 
x = xо cos 15° + yо sin 15°  

 

 
 

Fig. 4. Coordinate systems relations 
 

In the next step we have roughly determined position of 
the zones. 

Then precise borders of the zones are being determined 
according to the roughly defined borders and directions of 
the traffic arteries in the city. The ultimate result is the 
division of the city core into 8 zones shown in Fig. 5. 
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Fig. 5. Zoning according to the natural boundaries 
 

C. The heuristic routing algorithm of courier vehicles 
 
The areas covered by courier service vehicles are 

defined by the division of the city core into zones. In that 
way every vehicle gets its appropriate region with 
possibility that the vehicle of one zone can be directed to 
the neighboring zone depending on parameter d, the 
position of the vehicle in the neighboring zone and the 
number of unserved nodes of its zone. Time intervals of 
serving, times of traveling of vehicles between nodes and 
vehicle capacity are not taken into consideration. The 
algorithm includes traveling of the vehicles from the 
dispatching centre to the nodes of collecting parcels and 
back to the centre. Some simpler algorithm would be used 
for delivering. 

Our searching makes the whole procedure more simple 
comparing to many other algorithms used in this field. 
Especially when we consider limitation with determined 
time intervals and vehicle capacity. Their use can be 
avoided by proper defining of the value of parameters used 
in the algorithm. 

 
V. CONCLUSION 

 
By the procedure shown in this paper we presented the 

basic idea of one of the possible ways of performing 

routing in the domain of courier services. Depending on the 
system model which would be used in practice there could 
be different modifications and expanding of the concept. It 
is necessary to make simulation models first according to 
polling of potential users and search the market so that 
most favorable price could be possible. Besides, it is 
necessary to obtain imported information from EMS 
cooperative within UPU. 

The mentioned algorithm is the new approach which 
greatly differs from the known conceptions of solving Dial-
a-Ride problems. In fact, the concept of determined time 
intervals and vehicle capacity which can hardly be carried 
out in practice, is left out in this algorithm. Instead, 
parameters (T, d0 и r) which are determined by simulation 
for every area are introduced. 

They greatly depend on the traffic density, the density 
of occurring of requests for serving and weather conditions. 
The algorithm procedure is quite simple, so that its 
computer complexity is not great. It is flexible for possible 
expanding which could be included or excluded (special 
occasions, fairs, different cultural or sports performances). 
For its simplicity, with some additional analyses and 
introduction of some more parameters, this algorithm can 
adequately be used in practice. 
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One Approach to I/O Based Design of Digital Sliding 
Mode Control for Nonlinear Plants 
Darko Mitić, Čedomir Milosavljević and Boban Veselić 

 
 

Abstract - The paper deals with design and simulation of a 
new digital sliding mode controller whose synthesis is based on 
an input-output discrete-time nonlinear model of plant. The 
design procedure is explained through an illustrative example, 
while the validation of the proposed control algorithm is 
performed by digital simulation. 

Keywords - Quasi-sliding mode, Chattering reduction. 
 

I. INTRODUCTION 
 

Sliding mode control systems belong to a class of 
nonlinear control systems, known as variable structure 
systems [1], which have been studied in the research 
community for almost fifth decades. This kind of control 
forces a system phase point to move along a predefined 
sliding hypersurface, so that a system gains good 
performances such as robustness to parameter variations 
and external disturbances, known in advance dynamics 
described by lower order equations etc. The modern 
implementation of sliding mode control, based on 
microcontrollers, assumes the discretization process of 
sliding mode control, causing the quasi-sliding motion [2] 
and undesirable chattering phenomenon in the O(T) 
vicinity of a sliding hypersurface.  

Generally speaking, the sliding mode control design 
methods could be divided into two groups: the techniques 
based on the state-space model representations, wherein the 
use of observer is mandatory, and the methods utilizing 
only the output measurements. The input-output (I/O) 
based design method of digital sliding mode controller for 
nonlinear systems is the subject of this paper. Two 
approaches are possible. The first one is based on the 
linearized model of nonlinear plant [3]. This method is 
superior over the conventional linear control techniques. 
The second one utilizes the I/O discrete-time nonlinear 
models of nonlinear plants [4]. The latter approach will be 
discussed in this paper. 

The digital sliding mode control, proposed herein is the 
combination of the control algorithm given in [4] and the 
solution described in [5]. The result is the new control law 
which significantly suppresses the chattering phenomenon. 

The paper is organized as follows. In Section II, the 
mathematical model of nonlinear plant is given and the 

basic definitions are introduced. The controller design 
procedure is described in Section III. The Illustrative 
example both with the digital simulation results are given 
in Section IV. The paper ends with concluding remarks and 
the list of cited references.  

 
 

II. MATHEMATICAL MODEL OF NONLINEAR PLANT 
 

Let us consider the discrete-time nonlinear single-input-
single-output (SISO) plant in the following form: 

 
 knkknkkk uyygyyfy ),...,(),...,(1 −−+ += , (1) 

 
where yk is the plant output, uk is the control input, n is the 
positive integer representing the plant order, 

),...,( nkk yyf −  and  ),...,( nkk yyg −  are smooth functions 

of  past values of the plant output signal. Notice that the 
plant is linear with respect to the control input and that yk 
stands for )(kTy where T is a sampling period. For the sake 

of brevity, we will use the next notations 
),...,( nkkk yyff −=  and ),...,( nkkk yygg −=  in further 

text.  We also assume that the function gk  is strictly 
positive and bounded. 

Suppose that there exists a model of the plant Eq. (1) 

where ),...,(ˆˆ
nkkk yyff −=  and ),...,(ˆˆ nkkk yygg −=  are 

estimated functions of  fk and gk, respectively. We define 
the modelling error as: 
 

 
knkkknkkk

nkknkkkk

uyygyyg

yyfyyf

)),...,(ˆ),...,((

),...,(ˆ),...,(

−−

−−

−+
+−=ε

, (2) 

 
and assume that it is bounded and its limit Ε  is known: 
 
 .,max kk ∀Ε<ε  (3) 

 
We suppose that the reference input signal rk+1 is 

known in advance as the output of the reference system 
defined as: 
 
 mkmknknkk bbrarar −−+ +++++= ρρ ...... 001 , (4) 

 
where naa ,...,0 and nbb ,...,0  are the coefficients of the 

stable polynomials n
n zazaazA −−− ++= ...)( 1

10
1  and 
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m
m zbzbbzB −−− +++= ...)( 1

10
1 , respectively, 1−z  is the 

unit delay and kρ  represents the input of reference system.  

It is now possible to introduce the tracking error in the 
form of: 
 
 kkk rye −= . (5) 

 
Using Eq. (2), Eq. (1) can be rewritten in the next manner: 
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The following section consider the design aspects of the 
novel digital sliding mode control. 

 
III. DIGITAL SLIDING MODE CONTROL 

 
The design goal is to find a digital sliding mode 

control providing the zero value of the so-called switching 
function defined as: 
 
 nknkkk ecececs −− +++= ...110 , (7) 

 
where ncc ,...,0  аrе the coefficients of the polynomial 

n
n zczcczC −−− +++= ...)( 1

10
1  with all zeros inside the 

unit disk. Once the system is in quasi-sliding mode i.e. 
0=ks  is reached, the tracking error ek will converge 

towards zero. 
In order to accomplish the design task, we propose the 

new digital sliding mode control algorithm: 
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Notice that the relay component of the control law Eq. (8) 
is filtered through the discrete-time integrator, so the 
chattering is significantly reduced in that way. 

The substitution of Eq. (8) in Eq. (6) gives: 
 

 )sgn(
1 1101 kkk s

z

T
cs

−++
−

−=
αε , (9) 

 
and finally: 
 
 
 )sgn()( 101 kkkkk sTcss αεε −−=− ++ . (10) 

 
The question is now how to choose the parameter α  to 

obtain the quasi-siding mode. The system is said to be in  

the quasi-sliding mode if the following three conditions of 
the sk dynamics is satisfied: 
a) Starting from any initial state, sk moves towards the 

quasi-sliding surface 0=ks  and crosses it in a finite 

time period; 
b) Once the quasi-sliding surface 0=ks  is reached, sk  

changes its value around the surface forming the so-
called zigzag motion; 

c) The zigzag motion is stable and it occurs inside the 
predetermined vicinity of the quasi-sliding surface. 

These three conditions of quasi-sliding mode existence can 
be expressed as: 
 
 0)( 1 <−+ kkk sss . (11) 

 
Proposition: The quasi-sliding mode exists in the system 
described by Eqs. (6) and (8) if α  is selected according to 
the following inequality: 
 

 ΔΕ>
T

1α , (12) 

 
where: 
 kcE kk ∀−>Δ + ,)(max 10 εε . (13) 

 
Proof: If  Eq. (3) is valid then there exists the finite ΔΕ  
satisfying Eq. (13) for each k. The multiplication of Eq. 
(10) with sk yields: 
 
 kkkkkkk sTscsss αεε −−=− ++ )()( 101 . (14) 

 
It is evident that if α  is chosen according to Eqs. (12) and 
(13), the quasi-sliding existence condition given by the Eq. 
(11) will be satisfied.  
 
 

IV. ILLUSTRATIVE EXAMPLE WITH DIGITAL 

SIMULATION RESULTS 
 
 

In order to verify the proposed digital sliding mode 
control algorithm, we perform the digital simulation on the 
inverted pendulum continuous-time model described by: 
 

 )())(sin()( tutMghtJ =+ θθ&& , (15) 

 
where )(tθ  is the angular position of inverted pendulum, 

u(t) is the control input representing the torque applied to 
it, M is the load mass, J is the inertia moment, h is the 
suspension link length and g is the gravitational 
acceleration. The nominal and the perturbed values of the 
inverted pendulum parameters are given in Table I. 
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   TABLE I 
PARAMETERS OF INVERTED PENDULUM 

Parameter Nominal Perturbed 

M  1 kg 0.75 kg 

J 0.25 kgm2 0.31 kgm2 

h 0.5 m 0.5 m 

 
In order to obtain the discrete-time model of nonlinear 

plant we will use the second Euler’s method where: 
 

 
T

z

dt

d 11
~

−−
 (16) 

 
and )(tθ  is substituted by 1+kθ . For the sake of clarity, we 

will denote θ  with y i.e. )()( tty θ=  and kky θ= . The 

implementation of Eq. (16) in Eq. (15) yields the discrete-
time representation of Eq. (15) in the form of Eq. (1): 
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As )sin( 1+ky  is not known because yk+1 is not available, for 

the realization of the control algorithm Eq. (8), we use the 

estimated functions kf̂  and kĝ :  
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The modelling error Eq. (2) is: 
 

 )),sin()(sin( 1

2

−−−= kkk yy
J

MghTε  (19) 

 
so that  Eq. (3) is valid. 

The simulation is performed in such way that the 
nonlinear plant, defined by Eq. (15), is simulated in 
continuous-time using 4th Runge-Kutte method with 
perturbed parameters from Table I. The proposed control 
algorithm is realized in discrete-time with zero-order hold 
circuit and the nominal values of plant. The parameters of 
controller are chosen as follows: 
 

 
211 4225.03.11)(
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The reference input signal is the step signal with the 
amplitude of 1 rad. 

In Fig. 1 the response of the system output is 
presented. It is obvious that the proposed digital sliding 
mode controller enables good tracking of the reference 
input signal with the error given in Fig. 2. The control input 
signal uk , shown in Fig. 3, is rather smooth what is the 
consequence of filtering the relay component )sgn( ks  

through the discrete-time integrator. In Fig. 4, the 
switching function sk is presented. The tracking precision 
depends on the accuracy of the switching function 
according to Eq. (7). In other words, when the system is in 
the quasi-sliding mode and the steady-state is reached, the 
tracking error is determined by the following equation: 
 

 
)1(C

s
e ∞

∞ = . (21) 

 
We can see from the Fig. 5, where the enlarged switching 
function response is given, that the quasi-sliding mode 
really occurs in the region defined by 01.0=< Tsk α . This 

automatically causes the corresponding tracking error 
according to Eq. (21), shown in Fig. 6. 
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Fig. 1.  The system output yk response 
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Fig. 2.  The tracking error signal ek 
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Fig. 3.  The control input uk  
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Fig. 4. The switching function sk response 
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Fig. 5. The switching function sk response (enlarged) 
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Fig. 6.  The tracking error signal ek (enlarged)  
 
 

V. CONCLUSION 
 

The novel digital sliding mode control for nonlinear 
plants is presented in this paper. The proposed control 
algorithm uses the input-output nonlinear discrete-time 
model for design purposes. Since the relay component of 
the control law is filtered through the discrete-time 
integrator, a significant chattering alleviation is achieved. 
The verification of the proposed approach is done by 
digital simulation. 
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Passive Image Rejection Filters Optimised for 
Telecommunication Applications 

Srdjan Milenković and Vančo Litovski 

 
 

Abstract – This paper analyses the complete design flow of 
passive filters, starting from transfer function optimisation to the 
final implementation and measurement. Poles and zeros of the 
transfer function are determined by simultaneously optimising 
amplitude response and group delay variation. This approach 
produces the filtering functions with better group delay 
performance while maintaining similar selectivity when compared 
to Chebyshev class of filters. Cascade network synthesis is used 
to determine the circuit architecture and component values. Final 
S parameter based simulation and measured results are analysed 
in the context of telecommunication applications. Two approaches 
are proposed to compensate for the loss of performance due to 
component nonidealities. 

Keywords – Passive filters, amplitude response, flat group 
delay, simultaneous optimisation, synthesis, implementation 

 
I. INTRODUCTION 

 
Analogue filters design techniques were extensively 

studied back in 1970’s for more than a decade. A lot of 
things have changed since then. We have witnessed 
enormous increase in available computing resources. 
Object oriented programming languages offer a lot more 
flexibility in application development. And finally, 
technology of the passive components, especially 
inductors, has also improved. The aim of this paper is to 
analyse each phase of the passive filter design flow, 
starting with transfer function optimisation to the final 
implementation and measurement and answer few key 
questions: Can we get better performing analogue filters in 
the context of telecommunication applications using the 
technology improvements mentioned above? If not, what 
are the alternatives to improve the performance? 

Digital circuits together with digital signal processing 
(DSP) techniques are heavily used in today’s 
telecommunication systems due to their flexibility, 
programmability, robustness, insensitivity to noise, 
accurate arithmetic functions, etc. However, before 
transmission, digital signal yet has to be converted into 
analogue domain, upconverted into proper RF frequency 
band and amplified, as shown in Figure 1. Digital to 
analogue conversion is done by the DAC module followed 
by low pass analogue filter (LPF). DAC output spectrum is 
affected by zero hold effect. Apart from analogue 
equivalent of the digital signal there are the images centred 

at integer multiples of the clock frequency. Hence the 
requirement for the so called image rejection filter. Due to 
the same effect, DAC amplitude response is not flat. It 
follows sinx/x envelope which has to be compensated by 
inverse sinc filter. Inverse sinc filter is in fact digital filter 
and can be considered as part of DSP block of Figure 1. 

As far as the communication link quality is concerned, 
image rejection filter mainly affects two figures: output 
spectrum and bit error rate (BER) which are both strictly 
regulated by the communication standards. The same 
figures are also affected by other analogue blocks of Figure 
1. However, LPF input and output signals are still in the 
base band and as such it is much easier to predict and 
compensate for its imperfections during the design phase. 
This is unfortunately not the case with RF analogue blocks 
such as mixers or power amplifier stages. For this reason, 
more stringent specifications are usually put on image 
rejection filter in order to relax the design of RF stages. 

LPF can contribute to unnecessarily widening the 
transmit spectrum if images are not attenuated to the 
required level. This problem is however easy to resolve by 
careful planning, i.e. by choosing proper clock frequency, 
and/or selecting higher order analogue filter. On the other 
hand, bit error rate is directly related to in-band amplitude 
ripple and group delay variation which means it depends on 
many factors such as filter type, optimisation method, 
components used to build the filter, etc. 

 
Figure 1: Simplified block diagram of the transmit chain in digital 

wireless communication system 
 
As mentioned above, to design the filter suitable for 

telecommunication applications one should minimise in-
band amplitude ripple and group delay variation while 
maintaining the filter selectivity. Obviously, it can be 
considered as simultaneous optimisation of multiple 
criteria. The idea of simultaneously optimising amplitude 
response and group delay variation is not new. Back in 
1970’s however it was not widely accepted since it was 
computationally intensive [1-3]. There is no reason not to 
use it now and it is adopted for the study presented in this 
paper. Detailed explanation of the approach is given in 
Section II. 
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After the optimisation phase, transfer function 
coefficients as well as the pole and zero locations are 
known and circuit component values can be calculated. To 
accomplish that, we use the so called cascade synthesis [1, 
4, 5] which is explained in Section III. 

Finally, in order to illustrate the performance of the 
developed analogue filter design procedure, simulation and 
measured results of a low pass filter are presented in 
Section IV. 

 
II. TRANSFER FUNCTION OPTIMISATION 

 
A. Low Pass Prototype Transfer Function 
 
The form of the filtering transfer function has direct 

impact on the resulting circuit architecture and the kind of 
components the circuit is composed of. Passive lossless 
filters can be built using capacitors, inductors, mutual 
inductors and transformers. Each class of the components 
has its own parasitic effects which cause the performance 
degradation when the filter is finally implemented. In this 
respect, the best performing components are capacitors. 
Mutual inductors and transformers are difficult to tune and 
their performance is far from the ideal models. The same 
applies to inductors, however, LC is minimum set we need 
to construct the filters. For these reasons, the analysis in 
this paper is limited to LC filters only. Besides, LC filters 
are also more cost effective than the filters using the whole 
variety of passive components. 

 If the target circuit architecture is limited to LC 
network than low pass transfer function can have the 
following kind of poles and zeros: a pair of complex poles: 

iii jbap ±−= 2 , 

which define the complex pole subsection of the transfer 
function: 
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and a pair of real frequency (imaginary) zeros: 
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Note that poles of the transfer function are limited to 
left half plane by definition. 

 
 
Hence, low pass prototype transfer function can be 

defined as: 
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where: 

cprpiz NNN 22 +≤ . 

For H(s) we define amplitude, phase and group delay 
functions as below: )()( ωω jHA = , )(arg)( ωωϕ jH= , 

and 
ω
ωϕωτ

d

d )(
)( −= . 

 
B. Filtering Function Transformations 
 
Let us assume that we have synthesised low pass 

transfer function H(p), where βα jp += . We introduce 

new complex variable ωσ js += . Low pass prototype 

filter can be transformed into some other type by replacing 
p in H(p) with p=T(s), in which case transfer function of 
the new filter becomes: 

))(()( sTHsHT = . 

Real frequency of the low pass prototype filter, β, is 
related to the real frequency of transformed filter, ω, as 
below: 

j

jT )( ωβ = . 

Amplitude, phase and group delay of the transformed 
filter then can be easily calculated from its prototype as: 

jjT
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= , (5) 
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ω
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=
⋅= . (7) 

In this paper, we will limit the analysis to low pass and 
band pass designs, hence, only low pass to low pass and 
low pass to band pass transformations are considered. Low 
pass to low pass transformation is straightforward. In fact, 
there is no transformation, hence p=T(s)=s. In the case of 
band pass filter, the desired frequency transformation is: 

Bs

s
sTp o

22

)(
ω+== , (8) 

where ωo is geometric centre frequency of the target band 
pass filter and B is its bandwidth. 

 
C. Cost Function 
 
In order to optimise both amplitude response and group 

delay variation of the filter the following cost function 
should be minimised: 
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where: 

mA λλλ τ ,,  represent the penalty factors, 

lω   are discretised frequency samples, 

τWWA ,  amplitude and group delay weighting 

  functions, 

sA   is the spectrum of input signal, 

TTA τ,  represent amplitude and group delay of 

  the transformed filtering function as 
  defined by (5) and (7), 

dA   is the desired amplitude response and 

ρ   represents constant group delay. 

 
Assuming that the filter is driven by a signal the 

spectrum of which is As(ω), first term in (9) reflects the 
requirement that spectrum of the filter output, As(ω)AT(ω), 
is as close as possible to some desired response Ad(ω). In 
other words, first term of (9) defines filter amplitude 
response constrain. The approach is slightly different from 
the traditional one which is usually based on pass band and 
stop band definition. In order to illustrate the advantage this 
approach can offer, let us consider Figure 2. The figure 
shows DAC output spectrum where signal pass band and 
clock frequency are normalised to 1 and 10, respectively. 
Images are affected by sinx/x roll off while in the signal 
pass band we assume that the same effect is compensated 
by inverse sinc filter. Effectively, Figure 2 shows the 
spectrum of the filter input signal and the desired output 
should be to keep the signal while images should be 
removed. The example is simple and still can be well 
represented by pass band/stop band definition. However, 
let us imagine that on top of the images generated by the 
DAC zero hold effect, some other unwanted components 
may appear in the input signal. Such components can be 
generated by the digital interpolation process within the 
DSP block of Figure 1 for example. In this case, 
optimisation process itself can fit the transition band 
amplitude response much better than we can do by 
inspection. 

The purpose of having second term in the cost function 
(9) is quite obvious. When minimised to zero, it gives 
ideally flat group delay filter. Note that constant group 
delay ρ is not known a priori and has to be considered as 
the optimisation parameter. It is also worth mentioning that 
group delay constrain of (9) assumes ideally linear phase 
input signal. We know that digital stage can provide such a 
signal. 

 
Figure 2: Spectrum of the DAC output 

 
As mentioned before, the analysis presented in this 

paper is restricted to passive filters only. In this case, the 
gain, i.e. amplitude response of the filter can not be greater 
than 1. Hence the third term in (9). 

 
To summarise this section let us emphasise that filter 

transfer function is optimised in the following way. In both 
low pass and band pass designs, low pass prototype 
function (4) is optimised with ai, bi, ci and di in (1), (2) and 
(3) being the optimisation parameters. However, if the 
target is band pass filter then transformations (5), (6) and 
(7) are taken into account. 

 
III. CASCADE SYNTHESIS OF LOSSLESS FOUR POLE 

NETWORKS 
 
Once the filter transfer function is optimised one may 

proceed with the network synthesis. Passive networks 
synthesis is usually implemented in the following way: 
Having the desired filter transfer function ready, calculate 
the reflection coefficient [6]. Use the reflection coefficient 
to determine input impedance of the network being 
synthesised [6]. Find the normalised component values of 
the network which implements the prescribed impedance 
function [1, 4, 5]. Unnormalise the components having in 
mind real source resistance and cut-off frequency [6]. In 
case of band pass filters, low pass prototype is synthesised 
first and then transformed into band pass equivalent at the 
circuit level. This section describes the implementation 
details of the above procedure. 

 
A. Reflection Coefficient 
 
For doubly terminated passive network shown in Figure 

3 we can define voltage transfer function: 

)(

)(
)(

sU

sU
sT

S

out= . (10) 

If the desired filter transfer function H(s) is designed 
according to the constrain: 
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ωω ∀≤ ,1)( jH , 

than we can define the synthesis problem as finding the 
network with the following voltage transfer function: 
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Figure 3: Doubly terminated passive network 
 
Squared magnitude of the reflection coefficient is 

defined as the ratio of the reflected power to the maximum 
power available from the source: 
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Having in mind that maximum power voltage source of 
the resistance RS can supply is: 
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and the power at the output load is: 
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reflection coefficient can be expressed as: 
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or, according to (10): 
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In s-domain, the above equation can be rewritten as: 
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which, after substituting )(sT  with (11) becomes: 
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Note that in case of equal termination (RS=RL), (13) 
simplifies to: 

)()(1)()( sHsHss −−=−ρρ . 

If we express both reflection coefficient and transfer 
function as rational functions: 
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(13) can be transformed into: 
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which gives two important equations to identify the 
reflection coefficient: 

)()()()()()( sPsPsQsQsPsP HHHH −−−=− αρρ  (14) 

)()( sQsQ H=ρ . (15) 

As indicated by (15), denominator of ρ(s) is equal to the 
denominator of H(s). Hence, reflection poles are the same 
as the poles of the transfer function and have to be in the 
left half plane (LHP). However, for the reflection zeroes 
there is no such restriction. They can be located into left 
half plane, right half plane (RHP), at zero as well as on the 
imaginary axis. 

To identify numerator of ρ(s) we have to solve (14). 
The procedure starts with first finding the roots of the right 
hand side polynomial of (14). Then half of the roots are 
chosen to construct Pρ(s). Polynomial (14) is squared 
polynomial with real coefficients. Its roots are 
symmetrically located around imaginary axis. To construct 
Pρ(s) we have three options. If we chose LHP roots, the 
resulting network will have minimum sensitivity to the 
source resistor variation. On the other hand, if we chose 
RHP reflection zeroes, the circuit sensitivity to the load 
resistor variation is minimised. There is also an option to 
alternate LHP and RHP zeroes while constructing Pρ(s) in 
which case, depending on the circuit architecture, resulting 
network can be symmetrical or antimetrical. 

Polynomial (14) is squared which means all odd 
coefficients are equal to zero. In this case we can replace 
s2= p, which reduces the polynomial order to half, solve for 
the roots with respect to p and then recalculate the roots of 

the original polynomial as ps ±=2,1 . 

 
B. Input Impedance 
 
In order to determine input impedance, the circuit of 

Figure 4 will be analysed in sinusoidal steady state. The 
input impedance has both real and imaginary components: 

ininin jXRjZ +=)( ω . 

The network is driven by the input current: 

)(

)(
)(

ω
ωω

jZR

jU
jI

inS

S
in +

= . 

If the network is lossless then the power supplied to the 
input terminals is equal to the power supplied to the load, 
hence: 

L

out
inin R

jU
jIR

2
2 )(

)(
ω

ω = , 

which, after substituting input current, becomes: 
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The above equation can be rearranged to express the 
voltage transfer function: 
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Using (12) we can calculate the reflection coefficient as 
follows: 
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which can be used to separate ρ(s) from ρ(-s) giving: 

)(

)(
)(

sZR

sZR
s

inS

inS

+
−±=ρ . 

Finally, solving the above equation for Zin results in: 

)(1

)(1
)(

s

s
RsZ Sin ρ

ρ
m

±= . (16) 

+
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RLUS

PASSIVE

NETWORK
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+

Iin

Figure 4: Lossless network 
 
As (16) indicates, we have two solutions for Zin: 

)(1

)(1
)(

s

s
RsZ Sin ρ

ρ
−
+= , and (17) 

)(1

)(1
)(

s

s
RsZ Sin ρ

ρ
+
−= . (18) 

The synthesis of one or another will give us the same filter 
transfer function and the two networks are so called dual. 
The question is which one is more appropriate from the 
practical point of view? The answer is, the network with 
less number of inductors. In case of low pass filters, (18) is 
favourable since it produces minimum inductor solution. 

During the synthesis procedure we can assume that 
source resistor is normalised to unity, i.e. Rs=1 Ω, hence 
(18) becomes: 

)(1

)(1
)(

s

s
sZin ρ

ρ
+
−=  

Once the normalised circuit elements are found, source 
resistance can be easily unnormalised, as will be shown 
later. 

Having in mind (14) and (15), input impedance is 
finally calculated as: 

)()(

)()(
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)(
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sPsQ

sPsQ

sQ

sP
sZ

H

H

zin

zin
in

ρ

ρ

+
−

== . (19) 

where QH(s) represents denominator of the synthesised 
transfer function H(s) and Pρ(s) is the numerator of the 
reflection coefficient determined by solving (14). 

 
C. Extracting Transmission Zeroes of the Low Pass 

Prototype Filter 
 
Cascade synthesis of passive networks is in fact 

iterative process. In each iteration, starting with the input 
impedance Z(s), we calculate element values of the section 
which implement one of the transmission zeroes and the 
remaining impedance Z1(s), as shown in Figure 5. The 
process ends when all transmission zeroes, including 
transmission zeroes at infinity, are examined. 

 
 

Figure 5: Extracting the section which implements transmission 
zero s=so 

 
 Depending on the state of Z(s) and the kind of 

transmission zero, we will extract sections with different 
topologies, which is explained in more detail in the 
following section. 

 
C.1. Zero at Infinity 
 
In this case transfer function H(s) is zero when s 

approaches infinity ( 0)( =∞H ) while input impedance can 

have either pole or zero for ∞→s . The case when input 
impedance has the pole at infinity: 

∞=∞)(Z , (20) 

is implemented by extracting series inductor as shown in 
Figure 6. Input impedance is rational function of two 
polynomials: 

∑

∑

=

===
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)(
)( . (21) 
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Figure 6: Implementation of zero at infinity when ∞=∞)(Z  

 
Since (21) is imittance function, polynomial orders of 

PZ(s) and QZ(s) can not differ for more than one. On the 
other hand, (20) indicates that m > n, hence: 
m = n + 1. 
and Z(s) can be expressed as: 
Z(s) = sL + Z1(s), 
where: 

n

m

b

a
L = . (22) 

The remaining impedance is then given by: 
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Similarly, when input impedance has zero at infinity, 
0)( =∞Z , we extract shunt capacitor as shown in Figure 7, 

where: 

m

n

a

b
C = , (24) 

and the remaining admittance is then given by: 
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Figure 7: Implementation of zero at infinity when 0)( =∞Z  

 
C.2. Trivial Case of Real Frequency Zero 
 
This section considers the extraction of real frequency 

transmission zero ( ojs ω±= ) when input impedance has 

either pole or zero at the same frequency. Let us assume 
that input impedance has the pole at ojs ω±= : 

∞=)( ojZ ω . (26) 

Such kind of transmission zero can be implemented by 
extracting series LC circuit as shown in Figure 8. 

 
 

Figure 8: Implementation of transmission zero ojs ω±=  

when ∞=)( ojZ ω  

 
Having in mind (26) and: 

)(

)(
)(

sQ

sP
sZ

Z

Z= , 

one may conclude that denominator of the input impedance 
has zero at ojs ω±= : 

0)( =oZ jQ ω . (27) 

Also, as Figure 8 shows, input impedance can be 
expressed as: 

)(
/1

)( 122
sZ

s

sL
sZ

o

+
+

=
ω

,  (28) 

where: 

LC
o

12 =ω . (29) 

Inductor value can be determined from (28) as a residue 
of the pole ojs ω±= . We can write: 

22 /1
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, 

or: 
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If we calculate first derivative of Y(s): 
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s
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o
2

22 1/
)('

−=
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, 

and evaluate it for ojs ω= : 

L
XjY

o
oo 2

2
)(')('

ω
ωω == , 

we can use it to determine the inductor value: 

)('

2
2

oo X
L

ωω
=  (30) 

The capacitor is calculated from (29): 
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while remaining impedance is given by: 

)(

)(
)(

1

1
1 sQ

sP
sZ

Z

Z=  (32) 

         
[ ]

)/1/()(

)/1/()/1/()()(
22

2222

oZ

ooZZ

ssQ

ssssLQsP

ω
ωω

+
++−= . 

Note that both numerator and denominator of (32) are 

divided by )/1( 22
os ω+  which reduces the polynomial 

order by 2. 
The case when input impedance has zero at ojs ω±= , 

0)( =ojZ ω , is implemented by shunt LC circuit as shown 

in Figure 9. The component values and the remaining 
admittance are calculated as follows: 
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where, )(')(' oo jZX ωω = . 

 

 
Figure 9: Implementation of transmission zero ojs ω±=  

when 0)( =ojZ ω  

 
C.3. General Case of Real Frequency Zero 
 
 In this case input impedance has neither pole nor 

zero at the transmission zero. However, real part of the 
impedance is zero at transmission zero, hence: 

[ ] 0)()( =
±=

−+
ojs

sZsZ
ω

. (36) 

Following the usual procedure, we extract the section 
which implements transmission zero, shown as network N 
in Figure 5. It is more convenient here to use transfer 

matrix as the section representation: 
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If the section implements real frequency transmission 
zero then its transfer matrix has to be presentable in the 
following way: 

⎥
⎦

⎤
⎢
⎣

⎡
)()(

)()(

)(

1

sDsC

sBsA

sf
, (37) 

where f(s) represents the polynomial containing only 
transmission zero that is being extracted. In this particular 
case we have: 

22 /1)( ossf ω+= . (38) 

Having N represented by (37), the remaining 
impedance Z1(s) in Figure 5 can be calculated as: 

)()()(
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−= , (39) 

or, if we use polynomial representations of Z(s) and Z1(s): 
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Transfer matrix (37), and consequently element values 
of the section, should be determined so that the real part of 
remaining impedance Z1(s) has no zero at ojs ω±= . 

According to (36), real part of Z(s) has the form: 
)()()()( sRsfsZsZ =−+ . (41) 

where R(s) is not zero at ojs ω±= . Combining (39) and 

(41), real part of the remaining impedance can be 
calculated as below: 

=−+ )()( 11 sZsZ  (42) 
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The above equation is derived having in mind that A(s) 
and D(s) are even while C(s) and B(s) are odd functions of 
s. Obviously, real part of Z1(s) is not going to have zero at 

ojs ω±=  if: 

)()()()( sZsCsAs −=Φ , (43) 

has double zero at ojs ω±= . Hence: 

0)( =
±=

Φ
ojs

s
ω

, and 0
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ω
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represent starting point to determine the element values. 
Having in mind that (43), which is in fact denominator 

of (39), has double zero at ojs ω±= , numerator and 

denominator of (40) can by divided by f2(s) in order to 
reduce the polynomial order: 
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Real frequency transmission zero of the low pass filter 
is implemented by the section whose transfer matrix has 
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the form: 
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As mentioned before, real part of the input impedance 
Z(s) is zero for ojs ω±= , hence 
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is pure imaginary while: 
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is pure real. Using (44), a and c coefficients of (46) can be 
calculated as: 
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Figure 10: Π section implements real frequency zero 

 
In order to implement transfer matrix (46) Π section 

shown in Figure 10 can be used. Its ABCD parameters are: 
 

 ),(1)( 2
sm CCLssA ++=  ,)( sLsB =  

 ],[)()( 3
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Transfer matrix obviously does not fit into (46) form 

with C(s) being the problem. However, if we introduce the 
following constrain: 

0=++ spsmpm CCCCCC , or 

0
111 =++

smp CCC
, (48) 

which is the same, transfer matrix becomes: 
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in which case we have: 
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Element values of the section can be determined as: 
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Both (48) and (49) indicate that one of the capacitors, 
Cp or Cs, has to be negative. However, if we cascade this 
section with the section which ends, or starts, with the 
positive shunt capacitor, negative Cp or Cs can be absorbed, 
making the overall circuit realisable. 

 
C.4. Extraction Order of the Transmission Zeroes 
 
As we could see so far, there are many different circuit 

architectures which can implement the same transfer 
function. For example, we can choose LHP or RHP zeroes 
to construct the reflection coefficient. Also, selecting one 
or another sign for input impedance (equation (16)) leads to 
two different networks with the same transfer function. 
Moreover, when we have different transmission zeros, their 
order of extraction also generates different circuit 
topologies. Does an optimum order of extraction exist? 

In case of low pass filter, real frequency transmission 
zeroes should be ordered by their magnitude (ωi > ωi-1), 
then the extraction order which minimises both the range of 
required component values as well as the sensitivity to 
component tolerances is: 

1312 ,...,,...,,, −−− nnnn ωωωωω  

or: 

nnnn ωωωωω ,...,,...,,, 2131 −−−  

with n being the number of real frequency zeros. 
 

D. Low Pass to Band Pass Transformation  
at the Circuit Level 

 
Low pass to band pass transformation, explained in 

section II.B can easily be implemented at circuit level. 
Having in mind (8), the impedance of low pass prototype 
inductor L can be expressed as: 

L

B
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L
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which is equivalent to serial LC circuit with the following 
band pass component values: 

B

L
LBP =  and 

L

B
C

o
BP 2ω

= . (50) 

Similarely, for the admitance of low pass capacitor C we 
have: 
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which is equivalent to parallel LC circuit with the 
following band pass components: 

B

C
CBP =  and 

C

B
L

o
BP 2ω

= . (51) 

Therefore, low pass filter is transformed into band pass 
one by replacing each inductor with serial LC circuit (50) 
and each capacitor with parallel LC one (51). 

 
E. Impedance and Frequency Scaling 
 
Let us first consider the normalisation of an arbitrary 

network. Its driving point impedance can be calculated as: 
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s
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ii Δ
Δ= , (52) 

where )(sΔ is determinant of the admittance matrix [Y] 

and )(siiΔ  is determinant of the same matrix with i-th 

column and i-th row removed. Each term of [Y] is of the 
form: 
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ij sC
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We can introduce magnitude and frequency normalising 
constants Ro and ωo, to yield the rearranged admittance 
element: 
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Making the change in variable p=s/ωo and defining the 
normalised element values as: 
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we now find that: 
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where Y’ij(p) is a normalised admittance element. 
Substituting (54) in (52) we see that: 
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where )(' pΔ  and )(' pijΔ  are normalised determinants and 

Z’ii(p) is the driving point impedance of the normalised 
network. 

The equations (53) and (55) clearly indicate that if we 
have synthesised the normalised network, with Ro and ωo 
being normalising resistance and frequency, than 

unnormalised component values can be simply determined 
by solving (53): 
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IV. DESIGN EXAMPLE 

 
A. Synthesis 
 
In order to illustrate the procedure explained in the 

previous sections an all-pole fifth order low pass filter is 
designed. Using the same notation as in (9), filter transfer 
function is optimised according to amplitude and group 
delay specifications given in Tables I and II. It is assumed 
that filter is driven by the signal of the spectrum shown in 
Figure 2 without residual images from the digital stage. 
Poles of the resulting filter are given in Table III. The 
circuit components are unnormalised having in mind 
15MHz cut off frequency and 50Ω doubly terminated 
network. The component values are given in Table IV 
while Figure 11 shows the circuit diagram. Amplitude 
response, in band amplitude ripple and group delay of the 
new filter are shown in Figures 12-14. 

 
TABLE I 

AMPLITUDE SPECIFICATION 

 Pass 
band 

Transition 
band 

Stop band 

Frequency band 0.0-1.0 1.1-8.9 9.0-11.0 
Desired response Ad 1.0 0.0 0.0 
Weighting factor WA 1.0 1.0e7 1.0e6 

 
TABLE II 

GROUP DELAY SPECIFICATION 

 Pass band 
Frequency band 0.0-1.0 
Weighting factor Wτ 1.0 

 
TABLE III 

POLES OF THE RESULTING FILTER 

Pole Q factor 

-0.219046467949926 ± j 1.240413036376161 2.8752 
-0.584692777260911 ± j 0.756906141176324 0.817897 
-0.731291589403377 ± j 0.0  

 
TABLE IV 

COMPONENT VALUES OF THE NEW AND CHEBYSHEV FILTER 

 New filter Chebyshev 

C_1 181.917 pF 243.361 pF 

L_2 678.369 nH 727.451 nH 

C_3 334.612 pF 419.109 pF 

L_4 677.984 nH 727.451 nH 

C_5 181.022 pF 243.361 pF 
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Figure 11: Circuit diagram 

 

 
Figure 12: Amplitude response 

 

 
Figure 13: In band amplitude ripple 

 

 
Figure 14: Group delay 

 
 The new filter response is compared to the fifth 

order Chebyshev filter designed using similar 
specifications. The component values of the Chebyshev 
filter are also given in Table IV. Having in mind Figures 
12-14, one may conclude that new filter has slightly worse 
selectivity, better in band amplitude ripple but most 
importantly almost three times less group delay variation. 

 
B. Implementation and Measurement 
 
Before final implementation, synthesised components 

are first rounded to the nearest available values as shown in 
Table V. Next, one more simulation is performed using 
more realistic, S parameter based, LC models. S parameters 
are measured and provided by the component 
manufacturers. Finally, the filter is implemented and its 
amplitude response is measured. Simulation and measured 
results are plotted in Figures 15-17. Layout and size of the 
resulting filter are also shown in Figure 15. 

Figures 15-17 show that there is almost no performance 
degradation caused by rounding. Also, we have excellent 
agreement between S parameter based simulation and 
measured response having in mind that test and 
measurement setup accuracy is about 0.1dB. S parameter 
based simulation and measured results indicate that filter 
selectivity as well as group delay are not significantly 
affected by the component parasitics. As expected, the 
most affected figure is in band amplitude ripple mainly 
caused by Eddy’s current and skin effect in the inductors. 
In fact, both effects behave as frequency depended parasitic 
resistance, hence almost linear drop of the in band 
amplitude response. 

 
TABLE V 

SYNTHESISED AND ROUNDED COMPONENT VALUES 

 Synthesised Rounded 

C_1 181.917 pF 180 pF 

L_2 678.369 nH 680 nH 

C_3 334.612 pF 330 pF 

L_4 677.984 nH 680 nH 

C_5 181.022 pF 180 pF 

 

 
Figure 15: Amplitude response 
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Figure 16: Inband amplitude ripple 

 

 
Figure 17: Group Delay 

 
V. CONCLUSION 

 
The design procedure presented so far produces 

analogue filters with reduced group delay variation while 
maintaining similar selectivity when compared to classic 
type of filters. It is also shown that in band amplitude 
response of the implemented filter is highly affected by 
inductor nonidealities which are difficult to take into 
account during the optimisation process. 

If the performance of the resulting filter in terms of 
group delay variation and in band amplitude ripple is still 
not good enough for some telecommunication applications, 
then there are three possible solutions we can apply. 

The first one is quite obvious. With the inductors being 
one of the problems we can use continuous time active 
filters. Although this can reduce in band amplitude ripple, 
group delay figure unfortunately will stay the same. 

Second approach is based on the fact that RF stage 
amplitude response is band pass in nature. By carefully 
choosing DSP/DAC clock frequency in Figure 1, we can 
position the images within the stop band of  RF stage. In 
this case, residual images which may not be attenuated to 
the required level will be positioned out of transmit band. 
This can relax filtering requirements or even eliminate the 
need for low pass image rejection filter [7]. 

 
Figure 18: Proposed amplitude and phase correction 

 
Although the above solution seams attractive, there is 

one major drawback. The flexibility in choosing the clock 
frequency, i.e. frequency planning, is lost and we still may 
need simple low pass filter to further attenuate the residual 
images. To overcome these problems the solution of Figure 
18 is proposed. As mentioned before, in band amplitude 
response of the implemented filter falls down almost 
linearly with the frequency (Figure 16). Based on 
numerous simulations, we have seen that this behaviour 
scales with the cut off frequency. On the other hand, group 
delay (Figure 17) is not significantly affected by inductor 
nonidealities. However, it scales with the cut of frequency 
as well which means that both amplitude and phase 
distortion introduced by analogue image rejection filter can 
be compensated in digital domain as suggested by Figure 
18. Eventually, inverse sinc filter, amplitude and phase 
correctors can be integrated into single digital filter 
performing all three functions. 
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Acceleration of MEMS Fault Simulation  

Using ANNs 
Vančo Litovski, Miona Andrejević and Mark Zwolinski 

  

Abstract - New concepts for micro-electro-mechanical 
systems (MEMS) simulation under fault-free and faulty 
conditions are proposed, in order to decrease the time to market 
and increase the dependability of such systems. Black-box 
modelling of non-electronic parts using artificial neural networks 
(ANNs) is introduced, so enabling radically faster simulation. A 
lumped model of a capacitive transducer, part of a micro-electro-
mechanical capacitive pressure sensing system, is created using 
an ANN. Faults are then introduced to the sensing system and 
simulation of the fault-free and faulty circuits is demonstrated. 
Fault coverage is verified for the chosen signal and fault 
dictionary creation is enabled.  

Keywords - Micro-electro-mechanical systems, Artificial 
neural networks, Fault simulation 

 
I. INTRODUCTION 

 
Since the product development cycle in microsystem 

technology, or more specifically in Micro-Electro-
Mechanical System (MEMS) technology, rarely takes less 
than 5 years, design for manufacturability [1] is becoming 
of prime importance. Inefficient design automation tools 
become a limiting factor for new applications of MEMS. 
Compared with digital, analogue or even mixed signal 
products, poor tools may slow-down the product 
development cycle by orders of magnitude. Such delays are 
mainly created from a great number of trial-and-error steps 
caused by, among other things, immature simulation tools 
and inappropriate modelling methodologies. 

This problem becomes even more drastic when testing 
and diagnosis are considered. Repetitive analyses are 
needed not only to verify and optimize the design but also 
for fault coverage verification and fault dictionary creation. 
One should not forget that we are speaking about systems 
on chip that encompass analogue and digital electronics 
and different (mostly mechanical) components described 
by specific models (most frequently by partial differential 
equations). An incomparably larger number of faults is 
expected in the electronic parts, meaning a vast number of 
simulations is expected. One cannot afford to simulate the 
mechanical parts at the lowest level. We need models of 
MEMS at a higher level in order to avoid the repetitive 
solution of systems of partial equations.  

 
 
 
 
 
 
Simulation and test signal synthesis are, in our opinion,  

 
 

Fig. 1. Micro-electro-mechanical capacitive pressure sensing 
system 

In the next section we will exemplify the standard 
approach to the MEMS simulation. Than we will introduce 
black-box modelling by Artificial Neural Networks and 
apply this to a linear capacitor whose capacitance is 
controlled by pressure in a nonlinear manner. This model is 
then implemented in a behavioural system and circuit 
simulator to demonstrate the effectiveness of the idea. 

 
II. MEMS SIMULATION 

 
Consider the problem of simulating the simple circuit 

depicted in Fig. 1. This is a micro-electro-mechanical 
capacitive pressure sensing system. It consists of an 
electro-mechanical part that is a capacitor with a 
deflectable membrane such that a change in pressure results 
in a change in capacitance, and an electronic switched-
capacitor network that generates a pulse train of fixed 
frequency. The pulse amplitude at the output is related to 
the capacitance value, so that the whole system converts 
pressure into a pulse amplitude. 

 

 
 

Fig. 2. Displacement of the sensor membrane for simulation time 
instant 0.0004s 
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For simulation of this and other similar systems we 
have previously implemented “Alecsis – the simulator for 
circuits and systems” [2-4]. It is a mixed-signal (analogue 
and discrete), mixed-level (system-level analogue and 
digital, device-level electrical, gate-level digital and grid-
level mechanical), and mixed-description (behavioural 
digital, behavioural analogue, circuit-electrical, gate-
digital, algebraic logic and electrical and partial equation 
with boundary condition management) simulator. A library 
of built-in models has been developed. 

 

Fig. 3. Time-domain simulation results for the system of Fig. 1. 
The displayed signals are pressure, displacement of the pressure 

sensor centre, sensor capacitance, and the output voltage 

In addition, a hardware description language named 
AleC++ was developed as a superset of C++ in order to 
make the description of the models tractable. 

Fig. 2 and Fig. 3 show some simulation results of the 
system depicted in Fig. 1. The mechanical and the 
electrical part are modelled within a single description and 
the simulation performs simultaneous evaluation of all 
system variables that are (in this case) displacements, 
voltages, currents, and states.  

The concept proposed in this simulation system has 
been widely recognized [5-10]. In some cases this strategy 
was adopted as a base for further developments [11]. 

 
III. FAULT SIMULATION 

 
During the life-cycle of a product, testing is performed 

in both the production phase and the implementation phase. 
We claim, however, that the sustainability of a product is 
strongly influenced by the design phase. So, to make a 
sustainable product, one should design the test procedure 
and synthesize test signals early in the design phase.  

It is frequently possible to perform functional 
verification of the system. That, most frequently, happens 
when a small number of input/output terminals is present. 
In the majority of cases however, full functional testing 
becomes time consuming and is not acceptable. So, we use 
defect-oriented (structural) testing. 

We consider testing to be: the selection of a set of 
defects regarded as the most probable; the description of a 

set of measurements; the selection of a set testing points (or 
output signals); and most importantly, the synthesis of 
optimal testing signals that will be applied at the system 
inputs for detecting and observing the listed fault effects. 
Here, “optimal” means that one test signal covers as many 
faults as possible. 

After selection of test signals, the fault coverage has to 
be evaluated. To do that, as many replicas of the original 
circuit as the number of predicted faults have to be created. 
For large complex systems containing mechanical, 
analogue and digital parts, the number of replicas becomes 
huge. Each replica has one fault inserted. The fault 
coverage is evaluated after simulation of the faulty systems 
by comparing the results thus obtained with the response of 
the fault-free system. If these two differ, the fault is 
covered and the corresponding entry in the fault list can be 
removed.  

As already mentioned, simulation of the system under 
consideration is time consuming per se. Thus, should we 
repetitively simulate at the PDE level – the most time 
consuming part – when faults occur within the analogue or 
the digital part of the system? 

We avoid this by black-box modelling of the non-
electronic parts (mechanical, optical, electromagnetic etc.), 
capturing their properties and so enabling radically faster 
simulation. We capture this black-box behaviour by using 
artificial neural networks (ANNs). As already proven 
elsewhere [19-24] this approach has been very successful 
in modelling non-linear dynamic electronic systems. 

In the next section, we show how the system of Fig. 1 
may be simplified by substituting the membrane with a 
lumped (nonlinear with respect to the pressure) capacitor 
modelled using an ANN. Faults will be introduced and 
simulation of the fault-free and faulty circuits will be 
demonstrated. 

 
IV. BLACK-BOX MODELING 

 

 

Fig. 4. The capacitance of the membrane of Fig. 1 expressed as a 
function of pressure 
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To start with, an ANN was created to characterize a 
lumped model of the capacitive transducer. The ANNs here 
are considered universal approximators [17], convenient 
for black-box device modelling. The process starts with the 
extraction of the C(p) dependence from the “Alecsis” 
simulation of the system in Fig. 1. Here C stands for 
capacitance while p denotes pressure. For this extraction 
the third trace of Fig. 3 was used and Fig. 4 was created. 

 

 

Fig. 5. The ANN structure used for approximation of the curve of 
Fig. 4. (w stands for weight and θ for threshold) 

 
The structure of the ANN used is depicted in Fig. 5. It 

is a simple feed-forward ANN with only one hidden layer. 
The hidden neurons have sigmoidal activation functions, 
while the output neuron is linear. Table 1 contains the 
weights and thresholds of the ANN obtained after training 
with a standard algorithm, e.g. [18]. 

 
TABLE I 

WEIGHTS AND THRESHOLDS OF THE ANN USED  
TO APPROXIMATE THE CURVE OF FIG. 4 

Hidden layer neurons Output layer neurons 

w(1,1)(2,1) = 33.1034 w(2,1)(3,1)= 2.32691 
w(1,1)(2,2) = 3.92046 w(2,2)(3,1) = 17.8609 

w(1,1)(2,3) = 4.04654 w(2,3)(3,1)=-5.9505 
θ(2,1) = -35.6658 θ(3,1) = 0.354662 

θ (2,2) = -3.88227  

θ (2,3) = -3.88324  

 
The capacitor constitutive equation  

dt

dv
pCi c

c )(=      (1) 

was implemented according to [19]. Discretization was 
performed first: 

)()( 111 n
v

n
c

nn
c BvApCi +⋅⋅= +++   (2) 

where A and B are constants derived from the discretization 
rule. n stands for the time instance counter. 

After that, linearization was applied in order to 
implement Newton’s method for nonlinear analysis. This 
yields 
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The discretized and linearized model of the nonlinear 
capacitor represented by (3) may be expressed in a circuit 
form as depicted on Fig. 6. Note that, to apply this model 
we write code to calculate the response of the ANN that is 
C(p), and its derivative with respect to p. 

 
 

 
 

Figure 6. The linearized and discretized model of the capacitor 
controlled by pressure 

 
V. SIMULATION RESULTS 

 
Fig. 7 shows the input (pressure) signal to the 

transducer used in the black-box model simulations 
(repeated from Fig. 3). A new simulation is performed now 
for the fault-free circuit (the same as Fig. 1) but with the 
membrane substituted by a lumped model of the capacitor 
expressed by the ANN. The simulation results, as shown in 
Fig. 8, are in excellent agreement with those obtained 
earlier, shown in the fourth trace of Fig. 3. 

 

 
Fig. 7. Input to simulations 

 

 
Fig. 8. Simulation results of the circuit of Fig. 1 with the 

membrane substituted by a lumped capacitor 
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What is the difference between the two traces? To 
obtain the result of Fig. 8 we need to simulate a circuit 
described by 5 network variables only, compared with 
1005 to describe the original circuit. This enables 
inexpensive repetitive simulation of the system when faults 
are inserted. 

 

 
Fig. 9. Response of the faulty circuit in the presence of the 

“switch stuck-at-open” fault 
 

Simulation for testing and diagnosis will be considered 
next. 

For simplicity only five faults were selected as likely to 
occur: 

1. S1-On: The feed-back switch of the operational 
amplifier stuck-at-closed  

2. Cr+: The feed-back capacitor incremented by +20% 
3. S1-Off: The feed-back switch of the operational 

amplifier stuck-at-open 
4. Cr-: The feedback capacitor incremented by -20% 
5. Cs-flat: The membrane stuck-at-flat (for some reason 

the membrane does not sense the pressure signal). 
The simulation results for the third and fifth defect 

inserted in the circuit are given on Fig. 9 and Fig. 10. 
As a specific simulation example, Fig. 11 shows the 

response of a faulty circuit with two faults present 
simultaneously: Cr+ and S1-Off. This is to assure that 
simulation is inexpensive and any designer’s idea may be 
easily verified. 

Note that, while fault model insertion in the electronic 
part (both digital and analogue) is well understood and easy 
to implement [20], there is still much research to be done 
for mixed-signal electronic circuits and, unfortunately, 
even more work for non-electronic structures, the 
membrane being almost the simplest example. 

Implementation of the above concept, however, allows 
for fast creation of a fault coverage list for a broad set of 
test signals and at the same time for creation of complex 
fault dictionaries needed to implement any diagnostics. 

Table 2 contains the data that constitutes the fault 
dictionary for a single fault model. After the fault 
description, in the first column, the fault code is stated. 

There are five faults to be diagnosed. Accordingly, the fault 
dictionary has six rows enumerated from zero to five, the 
zeroth representing the fault-free (FF) system. These 
numbers are referred to as the fault codes. The last column 
in Table 2 shows the system response (DC voltage at the 
output, VoDC) for the fault-free and the faulty circuits. 

 

 
 

Fig. 10. Response of the faulty circuit in the presence of the 
“membrane stuck-at-flat” fault 

 
TABLE II 

FAULT DICTIONARY 

Type Code VoDC [V] 

FF 0 2.829738 
S1-On 1 2.0 
Cr + 2 2.691447 

S1-Off 3 26.8489 
Cr - 4 3.037174 

Cs - flat 5 2.555527 
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Fig. 11. Response of the faulty circuit in the presence of two: Cr+ 

and S1-Off faults 
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VI. CONCLUSIONS 
 
In order to decrease the time to market and increase the 

dependability of MEMS, tools are needed for the 
modelling, simulation and diagnosis of the entire system. 
To date this has only been possible by modelling the 
mechanical parts at the level of PDEs. This has led to 
excessive simulation times and has made fault simulation 
effectively impossible. 

Here, we have demonstrated that accurate black-box 
modelling of the micro-mechanical parts is possible and, 
most significantly, that such models may be effectively 
characterized using ANNs. 

Such an approach leads to rapid simulation and fault 
simulation and allows the further development of 
integrated design tools for entire Micro-Electro-Mechanical 
Systems. 
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Bandgap Voltage Reference in CMOS 
Milan Savić and Vančo Litovski 

  

Abstract - This paper presents an example of the CMOS 
bandgap voltage reference design. Proposed circuit is 
fabricated in CMOS 0.35μm. Temperature variations of the 
reference voltage are measured and the results are 
presented. 

Keywords – Bandgap reference, CMOS 
 

I. INTRODUCTION 
 

Analog circuits incorporate voltage and current 
references extensively. Such references are dc quantities 
that exhibit little dependance on supply and process 
parameters and a well-defined dependance on the 
temperature.  

As a part of the wider project, a bandgap voltage 
reference for supplying ADC is being designed. 
Temperature range of interest is -40 to 80 °C. Other 
requirements are: high PSRR and small chip area. Standard 
CMOS process is used (Alcatel Semiconductors CMOS 
0.35 μm C035M-A 5M/2P/HR), where only vertical PNP 
bipolar transistor is available. 

This paper is organized as follows. Section 2 discusses 
the concepts used in this design. Section 3 describes the 
proposed circuit. Circuit performance is presented in 
Section 4. 

 
II. DESIGN OBJECTIVES 

 
The overall objective of designing a precision reference 

is to achieve high accuracy over all working conditions. 
Most important are: temperature variation, process 
variation and supply variation. Concepts of reducing the 
impact of those variations on reference voltage deviation, 
which were used in the proposed circuit, will be explained 
in the following. 

The base-emiter voltage of bipolar transistor or, more 
generally, the forward bias voltage of a pn-junction diode 
exhibits negative temperature coefficient (TC). On the 
other hand, two bipolar transistors that operate at unequal 
current densities, exhibit difference between their base-
emitter voltages that is directly proportional to the absolute 
temperature. Using these negative- and positive-TC 
voltages, a reference having a nominally zero temperature 
coefficient can be developed. 

Well known simple PTAT (Proportional To Absolute 
Temperature) current generator topology is shown in  

Fig. 1. [1]. This circuit has a zero-current quiscent state. In 
order to avoid this state, a start-up cicuit is requiered. The 
output current of this circuit is very power supply voltage 
dependant. This can be reduced by using cascode current 
mirrors. Voltage difference between nodes X and Y is the 
most common source of inaccuracies. In order to avoid 
this, an operational amplifier can be used, with X and Y as 
inputs, as shown in Fig. 2. Here, PTAT the voltage, equal 
to 2out RI , is added to the base-emitter voltage (negative-

TC), providing voltage with nominally zero temperature 
coefficient. 

The output voltage equals: 
 

 nVRRVV ln⋅⋅+= T12BE3ref )(  (1) 

 

 
 

Fig. 1.  Simple PTAT current source 
 

 
 

Fig. 2.  Simple bandgap voltage reference 
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This reference is first-order voltage reference, because 
the PTAT cancels only the first-order term in the 
polynomial approximation that represents relationship 
between the diode voltage and temperature. 

By adjusting the circuit elements, the value of the TC at 
room temperature can be set to zero. [1] 

 

 
 

Fig. 3.  Temperature dependence of a bandgap voltage 
 

 
 

Fig. 4.  Variation of the zero-TC temperature for different samples 
 
Process variations have great impact on bandgap 

voltage deviation. Figure 4 presents the variation of the 
zero TC temperature for different samples (different 
process parameters). Trimming techniques offer the 
solution to this problem [2]. For the circuits with trimming 
network, PTAT current can be adjusted after fabrication. 
Voltage variations can be minimized by careful layout 
design. Namely, special attention should be paid on 
matching of the current mirror devices, resistors ( 1R  and 

2R  in Figure 2.) and BJTs. 

Supply voltage variations, both dc and transient noise, 
result in reference voltage deviation. Line regulation 
performance refers to the steady-state voltage changes in 
the reference resulting from dc changes in the input supply 
voltage. The robustness and the stability of the circuit with 
respect to the power supply noise are defined as the power 
supply rejection (PSR). Though PSR refers to small-signal 
response, the general techniques used to improve line 
regulation will enhance PSR as well. [2] 

 
III. PROPOSED CIRCUIT 

 
The design and layout considerations of the proposed 

circuit will be presented in this section. 
 

A. Design 
 
Proposed circuit is shown in Figure 5. Bandgap core is 

the same as the one presented in Figure 2. Startup circuitry 

is added to ensure that output voltage and regulated supply 
do not remain at ground when power is applied. On startup, 
MOS transistor MS5 forces current into the collector of the 
Q1. This ensures that the circuit avoids the zero-current 
state. While reaching the stable state of operation, the gate 
voltage of MS2 rises, and turns it on. As a result, gate 
voltage of MS4 decreases and turns off current through 
MS4, MS3 and MS5, driving the bandgap core into desired 
state of operation. 

 

 
 

Fig. 5.  Bandgap reference 
 
Figure 6 presents the detailed circuitry of the 

operational amplifier used in the bandgap core. 
 

 
 

Fig. 6.  Amplifier used in the regulated supply circuit 
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a) b) c) 

Fig. 7.  Measurements on random samples.  
Temperature coefficients are a) 44.7 ppm/°C b) 12.8 ppm/°C c) 41.5 ppm/°C  

for the temperature range (-40 °C, 80 °C) 
 

 

 
 

Fig. 8.  Photomicrograph of the reference 
 
 

B. Layout Considerations 
 
Figure 8 presents the photomicrograph of the reference 

circuit. During layout design special attention was paid on 
matching. Namely, all the grouped circuit devices (see Fig. 
5) should be closely matched in order to minimize the 
impact of process variations on the reference operation. 
Common centroid technique is applied for current mirror 
transistors, resistors and bipolar transistors, as shown in 
Figure 8. In order to minimize the impact of the substrate 
noise, the bandgap reference circuit is surrounded with 
ground ring. The reference power is supplied through 
separate pins, which minimizes the power noise. 

 
 
 

 
IV. CIRCUIT PERFORMANCE 

 
TABLE I 

PERFORMANCE SUMMARY 

Area 25214μm
2

 

Power 3.3mW 

Supply 3.3 V 

 
TABLE II 

PSRR (SIMULATION) 

Frequency PSRR [dB] 

DC 70 

1 kHz 87 

100 kHz 67 

 
Figure 7 presents the measured results for three random 

samples. Reference voltage is measured for temperatures 
from 28°C to 120°C. In order to roughly assess the 
temperature coefficient for the temperature range of 
interest, i.e. -40°C to 80°C, measured results are fitted with 
second order polynomial curve. 

It can be noted that measured samples exhibit 
temperature coefficient less than 50 ppm/°C. It can also be 
noted that nominal voltage variations are considerable.  

Implementation of the trimming network would greatly 
reduce the additional temperature variation induced by the 
process variations. On the other hand, it would consume 
additional area and introduce more complex testing 
procedures. The variation of the nominal reference voltage 
can be circumvented with the calibration of the digital part 
of the system for which this bandgap is designed, so it does 
not present a problem. 

And finally, the PSR performance simulations were 
performed. Table II gives the PSR variation with respect to 
frequency. The addition of the output off-chip 0.1 μF 
capacitor would greatly improve the PSR performance over 
higher frequencies.  
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IV. CONCLUSION 
 
Proposed circuit fulfills the imposed requirements. 

Measured random samples exhibit the temperature 
coefficient less than 50 ppm/°C. DC power supply rejection 
is 70 dB according to performed simulations. Circuit 

occupies area of 25214 μm
2
 and dissipates 3.3 mW with 

+3.3 V power supply. Measurements show the great impact 
of the process variations on the circuit performance. This 
can be reduced with implementation of the trimming 
network. 
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Integrated Power Meter IC Calibration  
Milunka Damnjanović, Predrag Petković, Borisav Jovanović

  

Abstract - Calibration has a big impact on all the other results 
that Integrated Power Meter IC provides (RMS values of voltage 
and current, active and reactive power and energy). Calibration 
hardware within a DSP unit dedicated for an Integrated Power 
Meter and full calibration procedure are explained in this paper.  

Keywords – Calibration of Integrated Power Meter  
 

I. INTRODUCTION 
 

High accuracy Integrated Power Meter IC works at 
frequency of 4.194 MHz and has four operation modes: 
reset (RST), initialization (INI), normal operation (NOM) 
and testing mode (TST).  During NOM, with the accuracy 
less than 0.1% it calculates root mean square values for 
voltage Vrms and current Irms, mean values for active Pav 
and reactive power Qav, apparent power S, active Ea and 
reactive energy Eq, power factor and frequency. It satisfies 
dynamic range in current channel from 10 mA RMS to 100 
A RMS, and voltage up to 300V RMS.  

Generally, it is a mixed signal system that consists of 
analog CMOS blocks and digital signal processing blocks 
shown in Figure 1. Communication between IC and 
external micro controller is done through a Communication 
Serial Port (CSP shown in Fig.1) and allows the user to 
calibrate various components of a meter including gain, 
offset and phase errors in the initialization mode and read 
the measured results in normal operation and testing mode. 
All registers in the memory are available through CSP. 

 

 
 

Fig. 1.  Block diagram of Integrated Power Meter IC 

One programmable energy-to-frequency converter 
provides pulse response to consumed power. This output 
allows direct interfacing with an electronic or mechanical 
counter. By means of a programmable register one can 
determine the ratio between the active energy and output’s 
pulse frequency. In other words, the meter constant is 
programmable.  

Programmable calibration registers allow compensating 
gain and offset errors. One can calibrate the Integrated 

Power Meter by writing appropriate data into the internal 
registers. The necessary data can be entered via micro 
controller or any device that provides the clock and data 
signals. 

 
II. CALIBRATION HARDWARE AND PROCEDURE 

 
A. DSP’s operation 
 

As one can see in Fig. 1, analog current and voltage 
signals are processed within appropriate sigma-delta 
modulators. Sampled current signal passes through a third 
order sigma-delta modulator while voltage signal passes 
through the second order modulator.  Then, decimation of 
sampled signals from 528.288 kHz to 4.096 kHz is 
performed within appropriate decimation filters. Besides, 
Hilbert digital filter produces 90 degrees phase-shifted 
voltage signal. Data rate of current, voltage and phase-
shifted 24 bit digital samples that enter DSP part is exactly 
4.096 kHz.  

 

 
 

Fig. 2.  Data processing chain executing 4096 times in a second 
 

4096 times during 1 second during the normal operation 
mode, DSP performs following operations: at the beginning 
of each sequence, 24 bit instantaneous waveform samples 
of current, voltage and phase-shifted voltage are transferred 
from Hilbert and decimation filter’s outputs, modified with 
the appropriate DC offset correction and stored into the 
memory (values I1, V1 and Vp1 shown in Fig.2). After 
that, instantaneous sample of current is squared in 
multiplication unit. Then, square is passed thought a single 
pole Low Pass Filter with a cut-off frequency of 10Hz and 
then accumulated into a 48-bit register AccI2. LPF details 
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and DSP operation are explained in [1]. The same 
procedure is repeated with the same hardware for square 
voltage, active and reactive power integration. The only 
difference is in operands while multiplying. Data 
processing chain for integration of current and voltage 
square, active and reactive power is given in Fig 2.  

After every second in NOM, RMS voltage Vrms, 
current Irms, mean active Pav and reactive power Qav are 
calculated using accumulated squares of instantaneous 
current and voltage, accumulated instantaneous active and 
reactive power during the last second, and this data 
processing chain is given in Fig.3. 

 

 
 

Fig. 3.  Data processing chain executing once after every second 
 

The calibration register provides the facility to calibrate 
and to program the whole metering system. The calibration 
registers store data needed for the following tasks: 

• DC offset calibration of instantaneous current and 
voltage signals (Idcoff, Vdcoff) 

• AC offset calibration for RMS current and voltage 
signals (Iacoff, Vacoff) 

• Calibration of gain error for RMS voltage and 
current calculation (Igain, Vgain) 

• Active and reactive power offset calibration 
(Pacoff, Qacoff) 

• Active and reactive power gain  calibration 
(Pgain, Qgain) 

Instantaneous values of current I, voltage V, phase-
shifted voltage Vp, root mean square of current Irms, 
voltage Vrms, average values active Pav, reactive Qav, and 
apparent power S, and their AC and DC offsets Idcofft, 
Vdcofft, Iacofft, Vacofft, Pacoff, Qacoff are all represented 
as 24-bit signed two’s complement values with a specific 
data format given in Figure 4. 

Its range is from -1 to 1 and is normalized to 
appropriate full-scale value. For voltage (V, Vp, Vrms, 

Vdcoff, Vacoff) full-scale value is 2 300V, for current (I, 

Irms, Idcoff, Iacoff) is 2 100A, for power (Pav, Qav, S, 
Pacoff, Qacoff) is 2*100A*300V =60kW.  

 

 

Fig. 4. Data format 1 
 

Gain correction values that should be derived after 
power meter calibration (Igain, Vgain, Pgain,Qgain), power 
factor Cos(φ) and power line frequency F are also 
represented by 24-bit signed two’s complement values in 
range from –2 to 2 and have data format given in Figure 5: 

  

 

Fig. 5. Data format 2 
 

B. DC offset Calibration 
 
Fig. 6 shows the effect of offsets on active power 

calculation. As can be seen, an offset of voltage and current 
will contribute a DC component after multiplication. Since 
this DC component is extracted by LPF and used to 
generate the active power information, this offsets will 
have contributed the constant error to active power 
calculation. This problem can be easily avoided by 
introducing the HPF in one of the channels. It is obvious 
that after multiplication, error terms with AC component 
cos(wt) will be removed by LPF.  
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Fig. 6.  Effect of channel offsets on the active power 

calculation 
 

Since Integrated Power Meter is intended to be used for 
measuring non-sinusoidal signals with significant DC 
component, as well, the HPF solution for DC offset 
compensation is rejected. The other way to eliminate the 
DC offset is using calibration. 

DC offset calibration start with shorted inputs that 
should result with zero values of instantaneous values of 
voltage V, current I and phase-shifted voltage Vp coming 
out from decimation filters. Because of offsets, these values 
are not equal to zero (can be either positive or negative) 
and are stored into appropriate DC offset registers. If, for 
example, voltage channel is being calibrated, result of DC 
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offset calibration is stored into VDCOFF register. After 
calibration, in NOM, instantaneous voltage samples V are 
subtracted with the content of VDCOFF register (as shown 
on Fig.2). It has to be mentioned that offset has a big 
impact on all the other results (RMS values of voltage and 
current, active and reactive power and energy). 

Precision of offset calculation can be improved with 
repeated offset measurements and accepting the mean 
value.  

 
Fig. 7.  DC offset calibration setup 

 
Offset calibration setup is shown in Fig.7. The 

calibration method is as follows:  
First, after Power-on Reset, DC offset calibration 

registers are set to zero by default. After, differential inputs 
of AD converter are shorted, several instantaneous values 
of current (or voltage) are read via CSP, their mean value is 
calculated and stored into appropriate offset register. 
 
C. AC Offset Calibration  
 

AC offset calibration is necessary in order to eliminate 
the noise from measurement results. Noise can have zero 
average value but its RMS value can be greater than zero. 
AC offset calibration is subsequent and similar to DC 
calibration. In fact one more thing has to be done. 
According to data processing chain shown on Fig. 3, gain 
correction value 1.0 has to be stored into gain correction 
register. The default value of gain correction registers are 
given in Table 1. Default values for AC and DC offset 
corrections are set to zero. 

Results of calibration - calculated RMS value is stored 
into appropriate AC offset register and this value can be 
only positive. 

AC Offset calibration setup is same as DC offset 
calibration setup. Before the measurement start, all 
correction values should be stored into appropriate registers 
(AC and DC offset and GAIN). When RMS value is going 
to be calculated (voltage or current RMS once after every 
second of NOM), after square-rooting operation is 
performed, derived product of square rooting operation is 
subtracted with AC offset value and then, derived result 
multiplicated with gain correction value (shown on Fig. 3).  

 
D.  Gain correction 

 
Despite to offset that has two registers for storing DC 

and AC correction, every channel has only one gain 
correction register. It stores the value that affects dynamic 
range. While the offset calibration assures the transfer 
function to cross the zero when there is no input signal, the 

gain correction modifies the transfer function slope.  
It can be done in two ways. One method is applying DC 

signal on AD converter differential inputs. This kind of 
calibration is called DC gain calibration. The other is AC 
gain calibration where AC signal has to be applied on 
ADC’s inputs. Independently on the chosen method, 
maximal allowable input signal should be applied on 
external ports. Therefore, user can get grater signal range 
on AD converter output and more precisely determine gain 
correction value. 

The both methods require similar calibration procedure. 
First, DC and AC offset calibrations have to be performed 
with gain correction value set to1.0 stored into appropriate 
gain correction register. Then one should apply the 
maximal AC or DC signal to inputs. The obtained RMS 
result is used for gain correction calculation (voltage RMS 
for voltage and current RMS for current gain correction 
procedures). 

DC gain calibration is performed with maximal DC 
signal applied on input in order to achieve the Full Scale 
value. For current gain correction measurement, if DC 
250mV signal is applied on inputs, DSP produces Full 
Scale value (that is stored in Irms register) represented by 
24 bit signed number with most significant bit 0 followed 
by all ones. Full Scale value for current is 100*sqrt(2)= 
141.4A. If 250mV DC signal is considered too large and 
not allowed, calibration can be performed with some 
smaller signal value. Let x be value of  DC signal applied 
on inputs (represented in mV) and y the value read from 
RMS Current register and translated in Ampere units. Gain 
correction can be calculated according to the following 
formula: 

                       
y

A

mV

x
Igain

100 2

250
=                   (2) 

For instance, if input signal is x=230mV and the 
obtained result y=120A, the new gain correction value 
should be Gain=1.08423039. 

For voltage channel the gain correction Full Scale value 
is 300*sqrt(2)=424.26V represented by 24 bit signed 
number with most significant bit 0 followed by all ones. If 
x is DC voltage applied to ADC inputs (represented in mV) 
and y is the value read from RMS voltage register 
calculated in V units, then voltage gain correction is 
calculated according to: 

                    
y

V

mV

x
Vgain

300 2

250
=                (3) 

AC gain calibration provides that that the maximal 
allowed input AC signal corresponds to RMS value equal 
to the Full Scale value divided by the number equal to 
square root of number 2. For current gain calibration, if AC 
signal with amplitude of 250mV is applied, Irms register 
value should be equal 100. (Full Scale value for current is 
141.24A) Let x be the value of AC signal applied on inputs 
(represented in mV) and y be the value read from RMS 
Current register translated in Ampere units. Then, gain 
correction can be calculated according the following 
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formula: 

y

A

mV

x
Igain

100 

250
=       (4) 

Similar formula stands for AC gain correction of 
voltage signals:  

y

V

mV

x
Vgain

300 

250
=       (5) 

Fig. 8. shows the results of gain calibration when AC 
signals are applied to the AD converter inputs. 
 

 

Fig. 8.  Results of gain calibration 

E. Active power offset calibration 

At a first sight, one can say that there is not need to 
compensate offset for active power if instantaneous 
voltages and currents have already been calibrated. 
Unfortunately, that is not the case. Namely, because of RF 
interference between two analog channels within AD 
converter, the crosstalk may appear and cause power offset. 
Therefore the following power-offset calibration procedure 
is necessary.  

First, value 0 has to be stored into Poffset register and 
value 1 has to be stored into the gain calibration register (it 
will be explained in detail later). One of the channels 
should be shorted and on the other, some signal has to be 
applied. Usually, the current channel is shorted and AC 
signal applied to voltage input pins. Result calculated by 
DSP, used for power offset calibration is stored in register 
for mean active power. This value should be read from that 
register and written into Poffset register. Precision of offset 
calculation can be improved with several repeated offset 
measurements. This value should be experimentally 
determined taking into account different signal amplitudes 
on voltage AD converter differential inputs. The similar 
procedure stands for Qoffset calibration. One of the 
channels should be shorted and on the other, some signal 
has to be applied. Reactive power value calculated by DSP 
represents the new Qoffset value. One should note that 
current and voltage DC offsets have to be calibrated before 
starting Poffset or Qoffset calibration.  

F. Active power gain calibration 

Active power gain calibration assures that maximal DC 
signals (250mV DC) applied on voltage and current 
differential ADC inputs cause Full Scale value of Active 
power. If Full-scale signal for current corresponds to 
141.24A and Full-scale signal for voltage corresponds to 
424.24V, Full-scale value for active power is 60kW. It is 
represented by 24 bit signed value with zero on most 

significant bit followed by all ones.  
Of course, calibration can be done using smaller signals 

than Full-scale. Active power gain calibration can use 
either AC or DC signals. When using only AC signals for 
Active Power gain calculation, signals with the same phase 
must be used. For reactive power gain calculation, only AC 
signals should be applied with the 90 degrees phase shift.  

For example, let x1 and x2 (represented in mV) be 
values of AC signals (which have the same phase) applied 
on the ADC inputs and y is the value read from P register 
and represented in Watt units. Gain correction for Active 
power can be calculated according to the following 
formula: 

y

kW

mV

x

mV

x
Gain

30

250

2

250

1=                (6) 

TABLE I 
DEFAULT CORRECTION VALUES 
 Reg. value value 

Igain 54A748 1.3227 

Vgain 545567 1.3118 

Pgain 6F8C86 1.7429 

Qgain 92CDE8 -1.7061 

 
The same formula stands for reactive gain calculation if 

the phase shift of 90 degrees between current and voltage 
input is achieved. Correspondence between the sign of 
calculated reactive power and phase is explained in detail 
in [2]. 

For both P and Q gain calibrations, stands that first 
offset calibrations should be performed; after gain 
correction value 1.0 stored into appropriate gain correction 
register and then AC or DC signal applied to inputs.  

 
IV. CONCLUSION 

 
Calibration has a big impact all the other results that 

Integrated Power Meter IC provides (effective values of 
voltage and current, active and reactive power and energy).  
The chip provides calibrations for: DC offset of instantaneous 
current and voltage signals; AC offset of RMS current and 
voltage signals; gain error for RMS voltage and current 
calculation; active and reactive power offset; active and 
reactive power gain.   
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Implementation of the Component Characteristic Curve 
Tracer Using PC-based Acquisition Card 

Marko Dimitrijević and Vančo Litovski 

 
 

Abstract – The component characteristic curve tracer consists 
of hardware and software parts. Hardware part is a PC-based 
acquisition card mounted in standard personal computer. Software 
part is developed in National Instruments LABVIEW package. 
The tracer can be used for educational purposes, as well as in 
science purposes, for testing semiconductor or any other nonlinear 
electronic component.  

Keywords - The component characteristic curve tracer, PC-
based acquisition card. 

 
I. INTRODUCTION 

 
Computer based acquisition instruments followed 

development in personal computer industry. There are 
several types of acquisition equipment from various 
vendors. Most new implementations of legacy instruments 
like oscilloscopes, AVΩ-meters and spectrum analysers 
have interface for connection with computer and software 
for data acquisition and manipulation. New types of stand-
alone instruments and measurement equipment are 
embedded systems with adapted operating systems and 
acquisition software. 

Measurement equipment based on computer hardware 
is realised as PCI card for desktop or rack-mounted 
computers or PCMCIA acquisition card for portable or 
PDA computers. The acquisition card needs device driver 
for operating system that runs on host machine and 
application software which provides data acquisition and 
manipulation. 

 

 
Fig. 1. CB-68LP connection block 

 

The component characteristic curve tracer is 
implemented using National Instruments NIDAQ PCI-6014 
acquisition card [1]. This card has 16 analog inputs with 
200kS/s sampling rate, two analog outputs with 10kS/s 
sampling rate, 8 digital I/O channels and two 24-bit 
counters. PCI-6014 is PCI based acquisition card. External 
signals or devices under testing can be connected with 
acquisition card using CB-68LP block panel (figure 1) and 
SH68-68-EP cable. 

Software part is developed in LABVIEW package. 
LABVIEW provides intuitive developing interface with 
possibility of developing GUI applications. National 
Instruments provides other development platforms such as 
Measurement Studio for Microsoft Visual Studio, and 
ANSI compatible LABWINDOWS. The operating system 
driver is common for all developing packages. It provides 
basic application interfaces, and elementary functions for 
configuring acquisition card. 

 

 
Fig. 2. Circuits for BJT and MOSFET characteristic measurement Marko Dimitrijević and Vančo Litovski are with the 
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Fig. 3. User interface – measurement of BJT input characteristic 
 

 
 

Fig. 4. User interface – measurement of MOSFET output characteristic
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II. HARDWARE 
 

The analog outputs are used as DC voltage generators 
for power supply and stimulus voltage. Maximal DC output 
voltage is limited to ±10V. This voltage is adequate for 
power supply, polarisation and measurement of static 
characteristics of the semiconductor components (figure 2). 

The analog inputs can be connected using NRSE – 
non-referenced single-ended, RSE – referenced single-
ended and differential measurement method. Differential 
method is used in implementation of the characteristic 
curve tracer, in order to decrease noise and increase the 
CMRR. This noise influences to measurement precision of 
small current and voltage values, such as saturation current 
of the germanium diode. Both of the connection points of a 
differential system are tied to instrumentation amplifier. 
There are no terminals connected to a fixed reference. With 
differential method, the number of analog inputs is limited 
to 8. In order to increase CMRR, a resistor can be 
connected between inverted input of instrumentation 
amplifier and ground. The resistance must have value of 
hundred equivalent Thevenin's resistance between 
connection points (inverted and non-inverted terminal of 
instrumentation amplifier). It is also possible to connect the 
second resistor between non-inverted terminal and ground. 
This configuration provides greater CMRR, but there is a 
systematic error in measurement caused by serial 
connection of resistors. 

 
Fig. 5. Differential measurement method 

 
The measurement of voltages can be performed 

directly. Maximum input voltage is limited to ±10V. The 

measurement of currents can be performed only indirectly, 
by transforming current into voltage using parallel resistor. 
In this implementation we used 100Ω, 1% tolerance metal-
film resistor, due to better precision of measurement. 
Consequently, the value of 1mA is equivalent to 0.1V. The 
value calculation is performed as software function. 
 

III. SOFTWARE 
 
Software part of the characteristic curve tracer is 

realized in National Instruments LABVIEW developing 
package, which provides simple realization of virtual 
instruments. Virtual instruments consist of interface to 
acquisition card and application with graphic user interface. 

Interface to acquisition card is realized as device driver. 
PCI 6013/6014 cards are supported by Traditional 
NI-DAQ and NI-DAQmx drivers. All the measurements 
are performed using virtual channels. A virtual channel is 
collection of property settings that can include name, a 
physical channel, input terminal connections, the type of 
measurement or generation, and scaling information. A 
physical channel is a terminal or pin at which an analog 
signal can be measured or generated. Virtual channels can 
be configured globally at the operating system level, or 
using application interface in the program. Every physical 
channel on a device has a unique name. 

When using NI-DAQmx drivers, a number of similar 
virtual channels can be aggregated into a task. A task is a 
collection of one or more virtual channels with the same 
timing, triggering, and other properties. A task represents a 
measurement or generation process. As well as virtual 
channels, tasks can be configured globally at the system 
level, as well as using application interface. 

 The user interface (figure 3 and figure 4) of the 
component characteristic curve tracer consists of visual 
controls and indicators. It provides basic functions for 
measurement. Visual controls – knobs and switches – 
provide control of analog signal generation. The indicators 
– gauges and graphs – show measured values. All 
measured values are placed in a table, and after the 
measurement process in appropriate file. User interface 
also provides controls for data manipulation and saving 
measured values. 

For better performance, the main application has been 
separated in two threads. The first thread has functions for 
file manipulation and saving measured values (figure 6). 
All measured values will be saved in HTML file format.  

 
Fig. 6. Data manipulation and saving thread 
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Main thread (figure 7) performs the measurement 
process. It is a connection between user interface and low 
level device driver which controls acquisition card. 

Processes of signal generation and acquisition are 
controlled by DAQ Assistant. Main thread also includes 

 
 

Fig. 7. Main thread  
 

functions for signal manipulations, range calculations, 
calculations of measured current, building data table and 
characteristic graphs. 

 
IV. CONCLUSION 

 
The component characteristic curve tracer has 

educational purpose. It is a part of computer system for 
laboratory exercises in Electronics [2 and 3]. The main goal 
of this system is to simplify manipulation of instruments, 
faster measurement and notation of the results, providing 
students to concentrate on measurement essence. 

This system can also be used in science purposes for 
characteristics measurement of low-power semiconductor 
electronic components.  

 
REFERENCES 

 
[1] National Instruments PCI 6014 Product Data Sheet, 

http://ni.com. 
[2] Dimitrijević M., Litovski V., Jovanović S., „Računarski 

sistem za izvođenje laboratorijskih vežbi iz 
Elektronike“,  V simpozijum Industrijska Elektronika 
Indel 2004, Banja Luka, 11-12 novembar 2004, pp.156-
160. 

[3] Litovski V., Petković P., Milenković S., Milovanović 
D., Glozić D., Mrčarica Ž., Maksimović D., Ranđelović 
Z., „Praktikum laboratorijskih vežbi iz Elektronike I“, 
šesto izdanje, Elektronski fakultet Niš, 1998.

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 



PROC. of SMALL SYSTEMS SIMULATION SYMPOSIUM (SSSS 2005), NIŠ, SERBIA & MONTENEGRO, 28-29 MARCH 2005 

 67

Solving Large Systems of Linear Equations  
on Beowulf Cluster 

Dragan I. Olćan 
 

Abstract - In professional CAD many problems are 
decomposed to large systems of linear equations. Solving such 
systems on desktop PCs is often time inefficient, especially for 
complicated problems. Computing on parallel processors, like 
Beowulf cluster, offers possibility of speeding up the 
computations. Performances of Beowulf cluster, installed at the 
computing center of School of Electrical Engineering, University 
of Belgrade, are tested. Subroutine for solving large systems of 
linear equations is based on Gauss-Jordan elimination, which is 
well suited for programming on parallel processors. Pivoting is 
also incorporated in the code. Paper summarizes results and 
experience obtained during work on the cluster. The results show 
that Beowulf cluster performed very well and that it is useful for 
solving this kind of problems. 

Keywords - Large systems of linear equations, Beowulf 
cluster, Gauss-Jordan elimination 

 
I. INTRODUCTION 

 
Computer aided design for different engineering 

problems and simulation on computers usually lead to a 
problem of solving large systems of linear equations (LE). 
A lot of exact and iterative algorithms for solving such 
systems on a single computer are developed. These 
procedures usually take the most of the time needed for 
calculations and therefore engineers are always interested 
in finding a way to speed them up. Parallel computing on 
clusters gives a very good opportunity for quicker 
computations. However, the best algorithms that were used 
for solving LE on a single machine are not time efficient 
and easy for implementation on clusters because they were 
not well organized for parallel computing. Hence, it would 
be a benefit to have efficient algorithm for solving LE on 
parallel processors.  

 
II. GAUSS-JORDAN ELIMINATION 

 
Widely used algorithms for solving systems of linear 

equations are LU decomposition and Gaussian elimination 
[1], [2]. However, these algorithms are organized for serial 
computations and cannot be efficiently implemented for 
parallel computations. Basic idea in every implementation 
for parallel processing is to split the job on tasks that can be 
handled separately, on different machines, with as little as 
possible communication between them. On the other hand, 
solving full (non-sparse) system of linear equations cannot 

be divided into completely separate tasks because each 
solution depends on all others solutions. By the best 
knowledge of the author Gauss-Jordan elimination is one of 
the best-suited algorithms for solving LE in parallel. It is 
known that Gauss-Jordan elimination needs 1.5 times more 
calculations than LU decomposition and that is its weak 
side. The strong side of this algorithm is that it is well 
organized for parallel processing because it allows very 
good separation of jobs. 

For the purpose of illustrating Gauss-Jordan algorithm 
let us suppose a set of algebraic system of N linear 
equations 
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or in the matrix form  
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where aij are coefficients of the system, [x] is column-
vector of unknowns and [b] is free column vector. The first 
step of the algorithm is to eliminate all coefficients except 
one in the first column of the system matrix [a]. If a11 is not 
equal zero, it can be done by multiplying each row with 

11

1

a

ai , i=2, 3, ..., N and subtracting the first row from the 

current one. By doing so we have rearranged system 
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The second step of the algorithm is to eliminate all 
coefficients in the second column except a22’. If a22’ is not 
equal to zero this can be done by multiplying all rows 

except the second one with 
'22

2
a

ai  and subtracting the 

second row from all other rows. After this step the system 
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looks like 
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After repeating elimination of all coefficients except aii 
using described algorithm for each column the system is 
transformed so that only coefficients at main diagonal are 
different from zero.  
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Now, if each row is divided by aii

(N) the system matrix is 
transformed in unit matrix. 
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It is obvious that free column-vector [b] contains solutions 
of the system.  

For the purpose of simple illustration it has been 
supposed that all coefficients of the system matrix were 
different from zero. Although this paper deals with non-
sparse matrices it can happen that some coefficients are 
zero or very close to zero. Pivoting is used to overcome this 
problem. In general, coefficients in the i-th column are 
eliminated not with aii but with the highest coefficient in 
the i-th column. If all coefficients in the current column are 
zero then system is not uniquely solvable and this 
algorithm doesn’t work. Involved pivoting increases 
numerical stability and preciseness of the solution. It is 
known that all numerical algorithms for solving systems of 
linear equations need pivoting [2]. 

 
III. DESCRIPTION OF IMPLEMENTED ALGORITHM 

 
Previously described Gauss-Jordan elimination, with 

real-number arithmetic, is implemented in C/C++ 
programming language and its flowchart is given in Fig. 1. 

The first step in implementation is input of the system 
matrix. For the purpose of the testing fill-in procedure was 
developed for obtaining arbitrary large solvable matrices. 
After that, goes initialization of cluster is done i.e. number 
of available nodes is found. Node #0 is used as master node 

for supervising the whole process. In the next step, matrix 
[a | b] is split among all available nodes so that each one 
gets approximately the same number of successive rows of 
matrix. For each column of the system matrix, processes 
find the highest coefficient in that column in their portion 
of the matrix and then the highest coefficient in the total 
column by interprocess communication. The process that 
has row in which the highest coefficient was found 
distributes that row to all other processes and they update 
their rows according to Gauss-Jordan algorithm and stores 
information about pivoting in one vector. When all 
columns are processed matrix is rearranged due to pivoting 
and each row is divided so that the solution is in the last 
column. 

 
 

Fig. 1.  Flowchart of implemented algorithm 
 

By organizing implementation in this way each node 
uses practically logical minimum of RAM. Therefore this 
implementation can handle system matrix that needs RAM 
up to number of available nodes times available RAM at 
each node.  

 
IV. RUNNING THE ALGORITHM ON BEOWULF 

CLUSTER 
 

Implemented algorithm is run on the Beowulf cluster 
installed at the Computing Center of Faculty of Electrical 
Engineering, University of Belgrade. The cluster consists 
of nine nodes and one master node while at the time of 
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performing this experiment only six nodes were available. 
Each node has Pentium 3 processor at 1.13 GHz, 512 MB 
of available RAM and 512 kB of cash memory at the 
processor. Operating system is Red Hat Linux 7.3. The 

C/C++ code is compiled with mpicc compiler.  
In Table I are presented times needed for solving 

systems of N unknowns with different number of used 
nodes.  

 
TABLE I  

TIMES IN SECONDS FOR SOLVING SYSTEMS OF N LINEAR EQUATIONS 

Number of used nodes N 
1 2 3 4 5 6 

500 2 1 0 0 0 0 

1000 17 10 6 4 4 4 

1500 58 32 22 17 13 11 

2000 139 78 52 40 32 27 

2500 273 152 102 77 63 52 

3000 474 264 179 135 109 91 

3500 740 420 282 213 171 142 

4000 1099 628 422 320 256 212 

4500 1602 898 602 453 365 306 

5000 2192 1231 824 620 504 420 
 

TABLE II  
TIMES IN SECONDS FOR SOLVING SYSTEM OF N LINEAR EQUATIONS ON ONE PC-WINXP 

N 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 
Time [s] 1 7 24 57 111 189 296 444 631 865 

  
Both from the Fig. 2 and Table 1 it can be seen that 

increasing the number of used nodes decreases the solving 
time with the factor of approximately n, where n is the 
number of used nodes.  

For a comparison, the same code is compiled to run on 
Microsoft Windows XP Home Edition operating system. It 
was run on a single machine with Intel (R) Pentium 4 
Processor CPU 1.8 GHz with 512 MB of available RAM. 
Times needed for solving the same systems as in previous 
experiment is given in Table 2 and is plot on the Fig. 2. 

 
Fig. 2.  Times needed for solving system of N linear equations 

 

 
IV. CONCLUSION 

 
Computations on the cluster decrease the time needed 

for solving large systems of linear equations by factor 
0.87 n, where n is the number of used nodes. Therefore, 
clusters give very good opportunity for time efficient 
calculations. However, algorithms have to be written 
specially for parallel processing. 
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